
  

ATTACHMENT 6 
REVISED RICHMOND MUNICIPAL SEWER DISTRICT 

WASTEWATER INFRASTRUCTURE ANALYSIS  

(APPENDIX U OF THE DRAFT SEIR) 
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Table 1. Available Pipe Capacity from Point of Entry to Wastewater Treatment Plant 

 

Street Name Pipe #

Diameter 

(in)

Capacity 

(mgd)

Peak WW Flow 

(mgd) Notes

Pt. Molate Flow Enters 1 6 1.32 1.23

SSO predicted but addressed with downstream 

improvements.

Tewksbury 2 6 1.27 1.4

SSO predicted but addressed with downstream 

improvements.

Tewksbury 3 6 1.27 1.5 (note 1) SSO predicted. Upsize to 10 inch diameter.

Tewksbury 4 6 1.1 1.05 (note 1) SSO predicted. Upsize to 10 inch diameter.

Tewksbury 5 6 0.62 1.06 (note 1)

Pipe is surcharged. Upsize to 10 inch diameter to 

relieve upstream SSOs.

Crossing I‐580 6 15 6.49 1.13

Chevron Way 7 12 4.21 1.54

Pipe is surcharged due to downstream constraint. 

However, water level is > 5'below grade.

Chevron Way 8 12 0.42 1.55

Pipe is surcharged. However water level is > 5' below 

grade.

Castro Street 9 12 0.42 1.55

Pipe is slightly surcharged. Diameter increases 

downstream of the line.

Castro Street 10 21 1.87 1.78

Parallel to I‐580 11 21 1.87 1.77 Incoming flows merge.

Parallel to I‐580 12 36 6.19 7.04 Not surcharged.

Crossing I‐580 13 36 6.35 7.04 Not surcharged.
Crossing I‐580 14 36 6.32 7.06 Not surcharged.

Railroad Ave 15 36 6.31 7.17 Not surcharged.

Railroad Ave 16 36 6.32 7.23 Not surcharged.

W. Cutting Blvd. 17 36 6.28 7.64 Not surcharged.

W. Cutting Blvd. 18 36 7.82 8.93 Not surcharged.

W. Cutting Blvd. 19 39 14.19 8.89

W. Cutting Blvd. 20 39 14.07 9.09

W. Cutting Blvd. 21 39 22.47 9.09

Canal Blvd. 22 66 75.99 49.28 Incoming flows merge.

Canal Blvd. 23 66 75.99 49.25

Canal Blvd. ‐ WWTP 24 66 75.99 49.95 (note 2)

During peak wet weather, the plant receives 0.75 

mgd from other pipelines. The plant has capacity to 

treat 42 mgd, and bypass an additional 28 mgd during 

peak events (i.e. 70 mgd instantaneous flow). 

Notes:

(2) Compare to 49.57 mgd without Pt. Molate flows.

(1) Flow prior to Pt. Molate addition is 0.044 ‐ 0.075 mgd . Flow after adding Pt. Molate flows and upsizing to 10‐inch pipe is 

1.25 ‐ 1.27 mgd.
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