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                             TABLE Existing-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd North of E South St 
NOTES: Daveport Park Expansion - P.M. - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 21700    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.90 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        103.9        221.2        475.3     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd E South St to E 55th Way 
NOTES: Daveport Park Expansion - P.M. - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 22300    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.02 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        105.8        225.3        484.0     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd E 55th Way to Candlewood St 
NOTES: Daveport Park Expansion - P.M. - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 20400    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.64 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         99.9        212.4        456.2     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd South of Candlewood St 
NOTES: Daveport Park Expansion - P.M. - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 18500    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.21 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         93.8        199.1        427.4     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: E South St West of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 25000    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.10 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         92.2        195.7        420.1     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: E South St East of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 25300    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.15 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         93.0        197.2        423.5     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: E 55th Way West of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 400    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 0      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  47.45 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-08 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: Candlewood St West of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 16200    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.63 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         86.1        182.4        391.3     
 
______________________________________________________________________ 
 
  



                             TABLE Existing-09 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: Candlewood St East of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Existing 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 16600    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.74 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         87.5        185.3        397.7     
 
______________________________________________________________________ 
 
  



                             TABLE Existing Plus Project-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd North of E South St 
NOTES: Daveport Park Expansion - P.M. - Existing Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 21800    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.92 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        104.3        221.9        476.8     
 
______________________________________________________________________ 
 
  



                             TABLE Existing Plus Project-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd E South St to E 55th Way 
NOTES: Daveport Park Expansion - P.M. - Existing Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 22900    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.14 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        107.6        229.3        492.7     
 
______________________________________________________________________ 
 
  



                             TABLE Existing Plus Project-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd E 55th Way to Candlewood St 
NOTES: Daveport Park Expansion - P.M. - Existing Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 21000    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.76 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        101.8        216.5        465.1     
 
______________________________________________________________________ 
 
  



                             TABLE Existing Plus Project-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd South of Candlewood St 
NOTES: Daveport Park Expansion - P.M. - Existing Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 18600    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.23 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         94.1        199.8        429.0     
 
______________________________________________________________________ 
 
  



                             TABLE Existing Plus Project-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: E South St West of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Existing Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 25300    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.15 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         93.0        197.2        423.5     
 
______________________________________________________________________ 
 
  



                             TABLE Existing Plus Project-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: E South St East of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Existing Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 25300    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.15 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         93.0        197.2        423.5     
 
______________________________________________________________________ 
 
  



                             TABLE Existing Plus Project-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: E 55th Way West of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Existing Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 400    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 0      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  47.45 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
  



                             TABLE Existing Plus Project-08 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: Candlewood St West of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Existing Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 16400    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.69 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         86.8        183.8        394.5     
 
______________________________________________________________________ 
 
  



                             TABLE Existing Plus Project-09 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: Candlewood St East of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Existing Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 16700    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.77 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         87.8        186.1        399.3     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd North of E South St 
NOTES: Daveport Park Expansion - P.M. - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 22100    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.98 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        105.2        223.9        481.1     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd E South St to E 55th Way 
NOTES: Daveport Park Expansion - P.M. - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 22700    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.10 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        107.0        227.9        489.8     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd E 55th Way to Candlewood St 
NOTES: Daveport Park Expansion - P.M. - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 20700    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.70 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        100.8        214.4        460.6     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd South of Candlewood St 
NOTES: Daveport Park Expansion - P.M. - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 18900    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.30 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         95.1        201.9        433.6     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: E South St West of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 25400    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.17 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         93.2        197.8        424.6     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: E South St East of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 25700    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.22 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         93.9        199.3        427.9     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: E 55th Way West of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 410    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 0      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  47.56 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-08 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: Candlewood St West of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 16500    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.71 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         87.2        184.6        396.1     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative-09 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: Candlewood St East of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Cumulative 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 16900    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.82 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         88.5        187.5        402.5     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative Plus Project-01 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd North of E South St 
NOTES: Daveport Park Expansion - P.M. - Cumulative Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 22100    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.98 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        105.2        223.9        481.1     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative Plus Project-02 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd E South St to E 55th Way 
NOTES: Daveport Park Expansion - P.M. - Cumulative Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 23300    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  68.21 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        108.8        231.9        498.4     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative Plus Project-03 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd E 55th Way to Candlewood St 
NOTES: Daveport Park Expansion - P.M. - Cumulative Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 21300    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.82 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0        102.7        218.5        469.5     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative Plus Project-04 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: N. Paramount Blvd South of Candlewood St 
NOTES: Daveport Park Expansion - P.M. - Cumulative Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 19000    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.33 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         95.4        202.6        435.1     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative Plus Project-05 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: E South St West of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Cumulative Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 25700    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.22 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         93.9        199.3        427.9     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative Plus Project-06 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: E South St East of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Cumulative Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 25700    SPEED (MPH): 35     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  67.22 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         93.9        199.3        427.9     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative Plus Project-07 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: E 55th Way West of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Cumulative Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 410    SPEED (MPH): 25     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 0      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  47.56 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0          0.0          0.0          0.0     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative Plus Project-08 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: Candlewood St West of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Cumulative Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 16600    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.74 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         87.5        185.3        397.7     
 
______________________________________________________________________ 
 
  



                             TABLE Cumulative Plus Project-09 
                 FHWA ROADWAY NOISE LEVEL ANALYSIS 
 
 
RUN DATE: 11/01/2019 
ROADWAY SEGMENT: Candlewood St East of N Paramount Blvd 
NOTES: Daveport Park Expansion - P.M. - Cumulative Plus Project 
______________________________________________________________________ 
 
                       * * ASSUMPTIONS * * 
 
AVERAGE DAILY TRAFFIC: 17000    SPEED (MPH): 40     GRADE: .5  
 
       TRAFFIC DISTRIBUTION PERCENTAGES 
       DAY        EVENING      NIGHT 
       ---        -------      ----- 
AUTOS 
       75.51       12.57        9.34 
M-TRUCKS 
        1.56        0.09        0.19 
H-TRUCKS 
        0.64        0.02        0.08 
 
ACTIVE HALF-WIDTH (FT): 18      SITE CHARACTERISTICS: SOFT 
 
______________________________________________________________________ 
 
                  * * CALCULATED NOISE LEVELS * * 
 
CNEL AT 50 FT FROM NEAR TRAVEL LANE CENTERLINE (dB) =  66.84 
 
    DISTANCE (FEET) FROM ROADWAY CENTERLINE TO CNEL 
   70 CNEL      65 CNEL      60 CNEL      55 CNEL 
   -------      -------      -------      ------- 
      0.0         88.8        188.3        404.1     
 
______________________________________________________________________ 
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Assumptions Assumptions Assumptions
Man Voice dist Female Voice dist Man Voice dist Female Voice dist Man Voice dist Female Voice dist

88 3 82 3 87 3 81 3 77 3 77 3

Time Time Time
5 10 45

Hourly Leq Dist (ft) Level Dist (ft) Level
1 135 56.1 375 47.2 56.6
2 330 48.3 90 59.6 59.9
3 415 46.3 435 45.9 49.1

Combined Noise 
Level

North Bleachers South Bleachers
R

Combined Males Combined Males
98 92

Combined People
99.0

Combined People
98.0

Loud Voices

Number of Males Number of Females
10 10

Combined Males Combined Males
97 91

Loud Voices

Number of Males Number of Females
10 10

90.0

Raised Voices

Combined Males Combined Males
87 87

93.9 89.1

Daily Reference 
Level at 3 ft

10
Number of Males Number of Females

10

Combined People




