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Mt. Veeder Vineyards 

Erosion Control Plan Narrative 
March, 2019 

Project Description 

Site Description 

The proposed project is located on a 114.9‐acre parcel east of Mt. Veeder Road, approximately 2/3 miles 

north of Redwood Road. The property is bordered by existing vineyards, grasslands, and wooded areas. 

This project proposes to develop 18.69 acres of new vineyard; six vineyard blocks located in the 

northeastern and southeastern portions of the property.  Blocks C, D, E, and F will be hand‐farmed.  An 

un‐named blueline stream tributary to Redwood Creek separates the northeastern‐most vineyard block 

(Block B) from the southeastern vineyard blocks (Blocks C through F). Subdrains are proposed in only 

two blocks – Blocks B and E; the approximate locations and details are shown on the plans, and the 

exact locations and design will be determined by the geotechnical engineer in the field.  

Topography/Slopes 

The topography generally consists of steep west‐facing slopes and broader, more gently sloping ridgetop 

areas with locally undulatory or “hummocky” topography. Site‐specific soils investigations indicate 

numerous smaller landslides and areas of colluvium in the vicinity of the vineyard blocks.  The risk of 

damage due to slope instability is, however, considered to be low. The USDA‐Napa County Soil Survey 

classifies the soils as: #132, Fagan clay loam, 15‐30% slopes; #133, Fagan clay loam, 30‐50% slopes; and 

#136, Felton gravelly loam, 30‐50% slopes.  The actual ground slope ranges from nearly flat to 30% and 

averages 17% within the vineyard blocks; approximately 1.12 acres have slopes greater than 30%.   

Vegetation/Trees 

The vegetation types of the area are wild oats grassland, purple needlegrass grassland, mixed oak forest, 

and wetlands; approximately 29.4 acres of grassland, 0.15 acres of wetlands, and 85.4 acres of oak 

woodland.  A rare plant study was performed by WRA, Inc. in July, 2016 and no special‐status species 

were observed at that time. 

Structures/Access 

There is one single‐family residence with associated outbuildings on the project site, between proposed 

Blocks C and F. An existing gravel driveway connects the project site to Mt. Veeder Road.  No cultural 

sites are known to occur on the parcel. 

Site Directions 

From Hwy 29, East on Redwood Road 

At 4.5 miles, straight onto Mt. Veeder Road 

At 5.4 miles, right on first bridge over Redwood Creek 

Gate code 1960 at gate to access Block A 

Source and quantity of required irrigation water 

Approximately 8.2 ac‐ft of irrigation water from existing wells will be required for the new vineyards. 

Refer to the Water Availability Analysis by Richard C. Slade & Associates LLC. 
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Off‐site soil disposal areas 

  N/A, no off‐site soil disposal 

60/40 retention clearing analysis 

  N/A, project not within a Municipal Reservoir watershed 

Associated projects and/or projects on the same parcel 

  N/A 

Implementation schedule 

Work will begin the spring following project approval.  Pre‐plant and planting year operations for each 

block may be conducted in one or two growing years.  The work will be scheduled as follows: 

Pre‐plant year (P‐1)  Pre‐plant season operations 

April 1 – September 1  Remove vegetation and stack for burning with proper permits; staking; 
installation of irrigation system; installation of subdrains under 
supervision of geotechnical engineer; installation of appropriate 
temporary and permanent erosion control measures; winterize site. 

Rainy Season  Maintain erosion control measures; burning as permitting by local 
agencies 

Planting Year (P)  Planting Season operations 

April 1 – September 1  Complete unfinished pre‐planting operations; plant vineyard; begin 
cultural practices; maintain existing and install remaining permanent 
erosion control measures; winterize site. 

Rainy season  Maintain erosion control measures   

Post‐planting (P+1, +2…)  Maintain erosion control measures 

 

All ground disturbing activities shall be completed by September 1 and all erosion control measures shall 

be installed by September 15 of each year. 

Temporary Erosion Control Measures  

1. Straw wattles shall be installed each fall in accordance with the detail and at the locations 

shown on the plans.  Straw wattles may be removed after the final disking. 

2. Straw mulch shall be spread over all disturbed areas either by hand or mechanically and in 

accordance with the rates shown on the plans. 

Permanent Erosion Control Measures 

1. Water bars installed at the locations and in accordance with the detail shown on the plans. 

2. The dissipaters installed at subdrain outfalls in accordance with the detail shown on the plans. 

3. A winter cover crop shall be installed within the new vineyard areas in the fall of years P‐1 

through P+1.  The cover crop may be mowed during the growing season of years P through P+2.  

A permanent no‐till cover crop shall be installed in the fall of year P+2.  The permanent cover 
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crop under the vines may be mowed and strip‐sprayed to a maximum of 9” from the vines.  

Spraying shall be done using springtime applications of “contact” sprays.  No pre‐emergent 

sprays shall be used.  As a normal cultural practice, no disking, ripping, or other tillage shall take 

place within these areas. 

 

A groundcover of 90% or greater will be obtained each winter.  From time to time (every three 

to four years) it may be necessary to disk the vinerows in order to open up the ground or re‐

establish proper ground cover.  Should this be necessary, request shall be made to and approval 

shall be obtained from the Napa County RCD, as described in the Napa County Conservation, 

Development, and Planning Department guidelines. 

Cover Crop 

Napa Valley Erosion Mix available from Napa Valley Ag Supply 

Seed Mix  100 lbs/ac 

Annual rye  45% 

Barley  45% 

Crimson clover  10% 

Fertilizer   

Ammonium phosphate (16‐20‐0)  240‐260 lbs/ac 

 

Estimated cost of erosion control measures 

Erosion control measures are estimated to cost between $30,000 and $39,000. 
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