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Project Name: Dollar General Retail Store 
 
Project Location: 5330 Old Highway 53 and 5345 Jones Avenue; Clearlake, CA 95422 
 
Parcel Numbers: 040-340-050 and 040-340-060 
 
File Numbers: Initial Study (CEQA), IS 2022-01 and Design Review, DR 2022-01 
                                       
The mitigation measures outlined below were incorporated into the approval for this project in order to reduce 
potentially significant environmental impacts to a level of insignificance. A completed and signed checklist for each 
mitigation measure indicates that this mitigation measure has been complied with and implemented and fulfills the 
City's monitoring pursuant to Section 15097 of the CEQA Guidelines.  
                                            

Mitigation 
Measure Type Mitigation Measure Verified Implementation  Completed On/Notes 

AES-1 Aesthetics All outdoor lighting shall be 
directed downwards and 
shielded onto the project site 
and not onto adjacent 
properties. All lighting shall 
comply and adhere to all 
federal, state and local agency 
requirements, including all 
requirements in darksky.org. 
(Refer to the City’s Design 
and Construction Standards). 

 

  

AIR-1 Air 
Quality 

Construction activities shall 
be conducted with adequate 
dust suppression methods, 
including watering during 
grading and construction 
activities to limit the 
generation of fugitive dust or 
other methods approved by the 
Lake County Air Quality 
Management District.  Prior to 
initiating soil removing 
activities for construction 
purposes, the applicant shall 
pre-wet affected areas with at 
least 0.5 gallons of water per 
square yard of ground area to 
control dust.   
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Mitigation 
Measure Type Mitigation Measure Verified Implementation  Completed On/Notes 

AIR-2 Air 
Quality 

 

Driveways, access roads and 
parking areas shall be surfaced 
in a manner so as to minimize 
dust.  The applicant shall 
obtain all necessary 
encroachment permits for any 
work within the right-of-way. 
All improvement shall adhere 
to all applicable federal, State 
and local agency 
requirements. 

  

AIR-3. Air 
Quality 

 

Any disposal of vegetation 
removed as a result of lot 
clearing shall be lawfully 
disposed of, preferably by 
chipping and composting, or 
as authorized by the Lake 
County Air Quality 
Management District and the 
Lake County Fire Protection 
District. 

  

AIR 4. Air 
Quality 

During construction activities, 
the applicant shall remove 
daily accumulation of mud 
and dirt from any roads 
adjacent to the site. 
 

  

AIR 5. Air 
Quality 

Grading permits shall be 
secured for any applicable 
activity from the Community 
Development Department, 
Building Division. Applicable 
activities shall adhere to all 
grading permit conditions, 
including Best Management 
Practices.  All areas disturbed 
by grading shall be either 
surfaced in manner to 
minimize dust, landscaped or 
hydro seeded. All BMPs shall 
be routinely inspected and 
maintained for lifer of the 
project. 
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Mitigation 
Measure Type Mitigation Measure Verified Implementation  Completed On/Notes 

AIR-6. Air 
Quality 

All refuse generated by the 
facility shall be stored in 
approved disposal/storage 
containers, and appropriately 
covered.  Removal of waste 
shall be on a weekly basis so 
as to avoid excess waste.  All 
trash receptacles/containers 
shall remain covered at all 
times to prevent fugitive odors 
and rodent infestation. An 
odor control plan shall be 
submitted for review and 
approval by the City In 
accordance with the Zoning 
Code.  Odor control shall be 
maintained to an acceptable 
level at all times.   

  

AIR-7. Air 
Quality 

Construction activities that 
involve pavement, masonry, 
sand, gravel, grading, and 
other activities that could 
produce airborne particulate 
should be conducted with 
adequate dust controls 
to minimize airborne 
emissions.  A dust mitigation 
plan may be required should 
the applicant fail to maintain 
adequate dust controls. 

  

AIR-8 Air 
Quality 

If construction or site 
activities are conducted within 
Serpentine soils, a Serpentine 
Control Plan may be required. 
Any parcel with Serpentine 
soils must obtain proper 
approvals from LCAQMD 
prior to beginning any 
construction activities. 
Contact LCAQMD for more 
details. 

  

AIR-9 Air 
Quality 

All engines must notify 
LCAQMD prior to beginning 
construction activities and 
prior to engine Use. Mobile 
diesel equipment used for 
construction and/or 
maintenance must be in 
compliance with State 
registration requirements. All 
equipment units must meet 
Federal, State and 
local requirements. All 
equipment units must meet 
RICE NESHAP/ NSPS 
requirements including 
proper maintenance to 
minimize airborne emissions 
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Mitigation 
Measure Type Mitigation Measure Verified Implementation  Completed On/Notes 

and proper record-keeping of 
all activities, all units must 
meet the State Air Toxic 
Control Measures for CI 
engines and must meet local 
regulations.  

AIR-10 Air 
Quality 

Site development, vegetation 
disposal, and site operation 
shall not create nuisance odors 
or dust.  During the site 
preparation phase, the District 
recommends that 
any removed vegetation be 
chipped and spread for ground 
cover and erosion 
control.  Burning of 
debris/construction material is 
not allowed on commercial 
property, materials generated 
from the 
commercial operation, and 
waste material from 
construction debris, must not 
be burned as a means of 
disposal. 
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Mitigation 
Measure Type Mitigation Measure Verified Implementation  Completed On/Notes 

AIR-11 Air 
Quality 

Significant dust may be 
generated from increase 
vehicle traffic if driveways 
and parking areas are not 
adequately 
surfaced.  Surfacing standards 
should be included as a 
requirement in the use permit 
to minimize dust impacts to 
the public, visitors, and road 
traffic.  At a minimum, the 
district recommends chip seal 
as a temporary measure for 
primary access roads and 
parking.  Paving with 
asphaltic concrete is preferred 
and should be required for 
long term occupancy.  All 
areas subject to semi-truck / 
trailer traffic should require 
asphaltic concrete paving or 
equivalent to prevent fugitive 
dust generation.   Gravel 
surfacing may be adequate for 
low use driveways and 
overflow parking areas; 
however, gravel surfaces 
require more maintenance to 
achieve dust control, 
and permit conditions should 
require regular palliative 
treatment if gravel is 
utilized.  White rock is not 
suitable for surfacing (and 
should be prohibited in the 
permit) because of its 
tendency to break down and 
create excessive dust. Grading 
and re-graveling roads should 
utilizing water trucks if 
necessary, reduce travel times 
through efficient time 
management 
and consolidating solid waste 
removal/supply deliveries, 
and speed limits. 

  

BIO-1. Biological 
Resources 

Prior to any construction 
activities that would impact 
any protected tree, compliance 
with section 18-40 Native Tree 
Protection shall be maintained, 
including but not limited to 
obtaining a tree removal 
permit. 
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Mitigation 
Measure Type Mitigation Measure Verified Implementation  Completed On/Notes 

CUL-1. Cultural 
and Tribal 

 

 

During construction activities, 
if any subsurface 
archaeological remains are 
uncovered, all work shall be 
halted within 100 feet of the 
find and the applicant shall 
retain a qualified cultural 
resources consultant from the 
City’s approved list of 
consultants to identify and 
investigate any subsurface 
historic remains and define 
their physical extent and the 
nature of any built features or 
artifact-bearing deposits. 
Significant historic cultural 
materials may include finds 
from the late 19th and early 
20th centuries including 
structural remains, trash pits, 
isolated artifacts, etc. 

  

CUL-2. Cultural 
and Tribal 

 

The cultural resource 
consultant’s investigation 
shall proceed into formal 
evaluation to determine their 
eligibility for the California 
Register of Historical 
Resources. This shall include, 
at a minimum, additional 
exposure of the feature(s), 
photo-documentation and 
recordation, and analysis of 
the artifact assemblage(s). If 
the evaluation determines that 
the features and artifacts do 
not have sufficient data 
potential to be eligible for the 
California Register, additional 
work shall not be required. 
However, if data potential 
exists – e.g., there is an intact 
feature with a large and varied 
artifact assemblage – it will be 
necessary to mitigate any 
Project impacts.  Mitigation of 
impacts might include 
avoidance of further 
disturbance to the resources 
through Project redesign. If 
avoidance is determined to be 
infeasible, pursuant to CEQA 
Guidelines Section 
15126.4(b)(3)(C), a data 
recovery plan, which makes 
provisions for adequately 
recovering the scientifically 
consequential information 
from and about the historical 
resource, shall be prepared and 
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Mitigation 
Measure Type Mitigation Measure Verified Implementation  Completed On/Notes 

adopted prior to any 
excavation being undertaken. 
Such studies shall be 
deposited with the California 
Historical Resources Regional 
Information Center. 
Archeological sites known to 
contain human remains shall 
be treated in accordance with 
the provisions of Section 
7050.5 Health and Safety 
Code. If an artifact must be 
removed during Project 
excavation or testing, curation 
may be an appropriate 
mitigation. This language of 
this mitigation measure shall 
be included on any future 
grading plans and utility plans 
approved by the City for the 
Project. 
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Mitigation 
Measure Type Mitigation Measure Verified Implementation  Completed On/Notes 

CUL-3. Cultural 
and Tribal 

 

 

If human remains are 
encountered, no further 
disturbance shall occur within 
100 feet of the vicinity of the 
find(s) until the Lake County 
Coroner has made the 
necessary findings as to origin 
(California Health and Safety 
Code Section 7050.5). 
Further, pursuant to California 
Public Resources Code 
Section 5097.98(b) remains 
shall be left in place and free 
from disturbance until a final 
decision as to the treatment 
and disposition has been 
made. If the Lake County 
Coroner determines the 
remains to be Native 
American, the Native 
American Heritage 
Commission must be 
contacted within 24 hours. The 
Native American Heritage 
Commission must then 
identify the “most likely 
descendant(s)”, which parties 
agree will likely be the Koi 
Nation based upon the Tribe’s 
ancestral ties to the area and 
previous designation as MLD 
on projects in the geographic 
vicinity. The landowner shall 
engage in consultations with 
the most likely descendant 
(MLD). The MLD will make 
recommendations concerning 
the treatment of the remains 
within 48 hours as provided in 
Public Resources Code 
5097.98. 
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Mitigation 
Measure Type Mitigation Measure Verified Implementation  Completed On/Notes 

GEO-1 Geology 
and Soils 

Prior to any ground 
disturbance and/or operation, 
the applicant shall submit 
Erosion Control and Sediment 
Plans to the Community 
Development Department for 
review and approval. The 
project shall incorporate Best 
Management Practices 
(BMPs) consistent with the 
City Code and the State Storm 
Water Drainage Regulations 
to the maximum extent 
practicable to prevent and/or 
reduce discharge of all 
construction or post-
construction pollutants into 
the local storm drainage 
system. Typical BMPs include 
the placement of straw, mulch, 
seeding, straw wattles, silt 
fencing and the planting of 
native vegetation on all 
disturbed areas. No silt, 
sediment or other materials 
exceeding natural background 
levels shall be allowed to flow 
from the project area. The 
natural background level is the 
level of erosion that currently 
occurs from the area in a 
natural, undisturbed state. 
Vegetative cover and water 
bars shall be used as 
permanent erosion control 
after project installation. 

  

GEO-2 Geology 
and Soils 

Prior to any ground 
disturbance, the applicant 
shall submit and obtain a 
Grading Permit from the 
Community Development. 
Said plans shall be prepared be 
a qualified/certified engineer 
and prepared in accordance 
with the City of Clearlake 
Municipal Code(s).  

  

GEO-3 Geology 
and Soils 

The applicant shall monitor 
the site during the rainy season 
including post-installation, 
application of BMPs, erosion 
control maintenance, and 
other improvements as 
needed. Said measures shall be 
maintained for life of the 
project and replace/repaired 
when necessary. 
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Mitigation 
Measure Type Mitigation Measure Verified Implementation  Completed On/Notes 

HAZ-1. Hazards 
and 
Hazardous 
Materials 

 

All hazardous waste shall not 
be disposed of on-site without 
review or permits from 
Environmental Health 
Department, the California 
Regional Water Control 
Board, and/or the Air Quality 
Board. Collected hazardous or 
toxic waste materials shall be 
recycled or disposed of 
through a registered waste 
hauler to an approved site 
legally authorized to accept 
such material. 

  

HAZ-2. Hazards 
and 
Hazardous 
Materials 

The storage of potentially 
hazardous materials shall be 
located at least 100 feet from 
any existing water well. These 
materials shall not be allowed 
to leak into the ground or 
contaminate surface waters. 
Collected hazardous or toxic 
materials shall be recycled or 
disposed of through a 
registered waste hauler to an 
approved site legally 
authorized to accept such 
materials. 

  

HAZ-3. Hazards 
and 
Hazardous 
Materials 

Any spills of oils, fluids, fuel, 
concrete, or other hazardous 
construction material shall be 
immediately cleaned up. All 
equipment and materials shall 
be stored in the staging areas 
away from all known 
waterways. 
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Mitigation 
Measure Type Mitigation Measure Verified Implementation  Completed On/Notes 

HAZ-4. Hazards 
and 
Hazardous 
Materials 

The storage of hazardous 
materials equals to or greater 
than fifty-five (55) gallons of a 
liquid, 500 pounds of a solid, 
or 200 cubic feet of 
compressed gas, then a 
Hazardous Materials 
Inventory Disclosure 
Statement/Business Plan shall 
be submitted and maintained 
in compliance with 
requirements of Lake County 
Environmental Health 
Division.  Industrial waste 
shall not be disposed of on site 
without review or permit from 
Lake County Environmental 
Health Division or the 
California Regional Water 
Quality Control Board. The 
permit holder shall comply 
with petroleum fuel storage 
tank regulations if fuel is to be 
stored on site. 

  

HAZ-5. Hazards 
and 
Hazardous 
Materials 

All equipment shall be 
maintained and operated in a 
manner that minimizes any 
spill or leak of hazardous 
materials. Hazardous materials 
and contaminated soil shall be 
stored, transported, and 
disposed of consistent with 
applicable local, state, and 
federal regulations.  

  

NOS-1. Noise 

 

All construction activities 
including engine warm-up 
shall be limited to weekdays 
and Saturday, between the 
hours of 7:00am and 7:00pm 
to minimize noise impacts on 
nearby residents. 

  

NOS-2. Noise 

 

Permanent potential noise 
sources such as, generators 
used for power shall be 
designed and located to 
minimize noise impacts to 
surrounding properties. 
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Mitigation 
Measure Type Mitigation Measure Verified Implementation  Completed On/Notes 

NOS-3. Noise 

 

During construction noise 
levels shall not exceed 65 
decibels within fifty (50) feet 
of any dwellings or transient 
accommodations between the 
hours of 7:00 AM and 6:00 
PM. This threshold can be 
increased by the Building 
Inspector or City Engineer 
have approved an exception in 
accordance with Section 5-
4.4(b)(1) of the City Code. An 
exception of up to 80 decibels 
may be approved within one 
hundred (100) feet from the 
source during daylight hours. 
Project is expected to result in 
less than significant impacts 
with regard to noise and 
vibration.. 

  

 
 
Name: ________________________________________________________ 
 
Signature: _____________________________________________________ 
 
Date: _________________________________________________________ 
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