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AutoCAD SHX Text
LEGEND: CONTOUR ELEVATION FENCE ASPHALT GRAVEL EARTH FLOOD ZONE CREEK / SWALE APN     ASSESSOR'S PARCEL NUMBER APPROX  APPROXIMATELY DWY     DRIVEWAY (E)     EXISTING     EXISTING (P)     PROPOSED     PROPOSED RD      ROAD SF      SQUARE FEET NOTES: 1. CONTOUR INTERVAL IS 10' CONTOUR INTERVAL IS 10'        
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PLANS PREPARED UNDER THE SUPERVISION OF:

AutoCAD SHX Text
CLASS II INTERMITTENT WATERCOURSE CLASS III EPHEMERAL WATERCOURSE 100' SETBACK FROM WATERCOURSE (E) GROUNDWATER WELL LAT: 38.980376° LONG:-122.577846° (P) 10,000 SF OUTDOOR CULTIVATION/CANOPY AREA (P) 6,862 SF OUTDOOR CULTIVATION/CANOPY AREA (P) 34,316 SF OUTDOOR CULTIVATION/ CANOPY AREA (P) 2,384 SF OUTDOOR CULTIVATION / CANOPY AREA (P) 10'x12' PESTICIDE & AGRICULTURAL CHEMICAL  STORAGE AREA (P) 9-5,000 GALLON WATER STORAGE TANKS (P) 10'x12' SECURITY CENTER (P) DESIGNATED REFUSE AREA (P) 15,000 SF OUTDOOR CULTIVATION/CANOPY AREA 


