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Section A: Project and Site Information  

PROJECT INFORMATION 

Type of Project:  Residential Development 

Planning Area:   

Community Name:  TTM 37558 

Development Name:  51 SFR lots & 2 Lettered lots for Future Development 

PROJECT LOCATION 

Latitude & Longitude (DMS): 33.760480, ‐116.952860 

Project Watershed and Sub‐Watershed: San Jacinto River Basin 

Gross Acres: 14.1 ac 
APN(s): 439‐230‐005 

Map Book and Page No.: Rand McNally Road Atlas p.15, SK‐14 

PROJECT CHARACTERISTICS 

Proposed or Potential Land Use(s)  Residential Dev’t 

Proposed or Potential SIC Code(s)  N/A 

Area of Impervious Project Footprint (SF)  235,906 sf 

Total Area of proposed Impervious Surfaces within the Project Footprint (SF)/or Replacement  235,906 sf 

Does the project consist of offsite road improvements?   Y   N 

Does the project propose to construct unpaved roads?   Y   N 

Is the project part of a larger common plan of development (phased project)?   Y   N 

EXISTING SITE CHARACTERISTICS 

Total area of existing Impervious Surfaces within the Project limits Footprint (SF)  0 sf 

Is the project located within any MSHCP Criteria Cell?   Y   N 

If so, identify the Cell number:  N/A 

Are there any natural hydrologic features on the project site?   Y   N 

Is a Geotechnical Report attached?   Y   N 

If no Geotech. Report, list the NRCS soils type(s) present on the site (A, B, C and/or D)   

What is the Water Quality Design Storm Depth for the project?  D85=0.70 inch 

A.1 Maps and Site Plans 

When completing your Project‐Specific WQMP,  include a map of  the  local vicinity and existing site.  In 
addition, include all grading, drainage, landscape/plant palette and other pertinent construction plans in 
Appendix 2. At a minimum, your WQMP Site Plan should include the following: 

 

 Drainage Management Areas 

 Proposed Structural BMPs 

 Drainage Path 

 Drainage Infrastructure, Inlets, Overflows 

 Source Control BMPs 

 Buildings, Roof Lines, Downspouts 

 Impervious Surfaces 

 Standard Labeling 

 BMP Locations (Lat/Long) 

Use  your  discretion  on whether  or  not  you may  need  to  create multiple  sheets  or  can  appropriately 
accommodate these features on one or two sheets. Keep in mind that the Co‐Permittee plan reviewer 
must be able to easily analyze your project utilizing this template and its associated site plans and maps.  
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A.2 Identify Receiving Waters 
Using Table A.1 below, list in order of upstream to downstream, the receiving waters that the project site 
is tributary to. Continue to fill each row with the Receiving Water’s 303(d)  listed  impairments (if any), 
designated beneficial uses, and proximity, if any, to a RARE beneficial use. Include a map of the receiving 
waters in Appendix 1.  

 
Table A.1 Identification of Receiving Waters 

Receiving Waters 
EPA  Approved  303(d)  List 
Impairments 

Designated  
Beneficial Uses 

Proximity  to 
RARE  
Beneficial Use 

Buena Vista Basin  N/A  N/A  N/A 

San  Jacinto  River 

Reach 3 

 

AGR,  GWR,  REC1,  REC2,  WARM,  WILD, 

RARE 
29 mi 

San  Jacinto  River 

Reach 1 
Benthic Community Effects 

MUN,  AGR,  GWR,  REC1,  REC2,  WARM, 

WILD, RARE 
38 mi 
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A.3 Additional Permits/Approvals required for the Project: 
Table A.2 Other Applicable Permits 

Agency  Permit Required 

State Department of Fish and Game, 1602 Streambed Alteration Agreement   Y   N 

State Water Resources Control Board, Clean Water Act (CWA) Section 401 Water Quality Cert.   Y   N 

US Army Corps of Engineers, CWA Section 404 Permit   Y   N 

US Fish and Wildlife, Endangered Species Act Section 7 Biological Opinion   Y   N 

Statewide Construction General Permit Coverage   Y   N 

Statewide Industrial General Permit Coverage   Y   N 

Western Riverside MSHCP Consistency Approval (e.g., JPR, DBESP)   Y   N 

Other (please list in the space below as required) 

Grading Permit, Street Improvement Permit, Building Permit 
 Y   N 

If  yes  is  answered  to  any  of  the  questions  above,  the  Co‐Permittee  may  require  proof  of 
approval/coverage  from  those  agencies  as  applicable  including  documentation  of  any  associated 
requirements that may affect this Project‐Specific WQMP. 

 

NOTE: All applicable permits will be included in the Final WQMP. 
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Section B: Optimize Site Utilization (LID Principles) 

The 2010 Santa Ana MS4 Permit further requires that LID Retention BMPs (Infiltration Only or Harvest and 
Use) be used unless it can be shown that those BMPs are infeasible.  Therefore, the project is proposing 
to use an infiltration basin as mitigation BMP. 

 

Site Optimization 

The following questions are based upon Section 3.2 of the WQMP Guidance Document. Review of the 
WQMP Guidance Document will help you determine how best to optimize your site and subsequently 
identify opportunities and/or constraints, and document compliance. 

Did you identify and preserve existing drainage patterns? If so, how? If not, why? 

The proposed project is a full development of the entire site, which on its existing condition is vacant and 
with little vegetation. The only pattern that was preserved is the site drainage outlet pattern. The existing 
condition drains from southeast end to the northwest end of the property. Following this, the proposed 
condition is draining from southeast end to the northwest end of the property as well. Both conditions 
have drainage outlets at the northwest corner of site and along Girard Street. However, the landscaped 
lawn  of  each  lot  could  be  designed  during  the  precise  grading  phase  to  include  small  depressions  to 
encourage “micro” storage throughout the site. 

Did you identify and protect existing vegetation? If so, how? If not, why? 

The existing condition of the site shows little vegetation. There were no well‐grown trees that are present 
in the site. 

Did you identify and preserve natural infiltration capacity? If so, how? If not, why? 

Yes. The proposed infiltration basin is located in a graded cut area, where the natural infiltration capacity 
is not tampered. 

Did you identify and minimize impervious area? If so, how? If not, why? 

Yes. The proposed development’s total impervious area (paved streets, sidewalks, driveways and roofs) is 
approximately  less  than 40% of  the  entire  site.  The  remaining  60% are  landscaped areas,  slopes,  and 
infiltration basin area. 

Did you identify and disperse runoff to adjacent pervious areas? If so, how? If not, why? 

Yes. Most of the runoffs that come from the roofs, and at some extent house driveways, are to be directed 
into the landscaped lawns within the lots; while most of the street and sidewalk runoffs are to be pickup 
and directed into the infiltration basin. 
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Section C: Delineate  Drainage  Management  Areas 
(DMAs) 

Utilizing the procedure in Section 3.3 of the WQMP Guidance Document which discusses the methods of 
delineating  and  mapping  your  project  site  into  individual  DMAs,  complete  Table  C.1  below  to 
appropriately categorize the types of classification (e.g., Type A, Type B, etc.) per DMA for your project 
site.  Upon  completion  of  this  table,  this  information will  then  be  used  to  populate  and  tabulate  the 
corresponding tables for their respective DMA classifications. 

Table C.1 DMA Classifications 

DMA Name or ID  Surface Type(s)12  Area (Sq. Ft.)  DMA Type 

DMA 1  Residential 
development (Mixed 
roofs, landscape and 
paved surfaces) 

614,196 
 

“D” 

       

       

       

       

       
1Reference Table 2‐1 in the WQMP Guidance Document to populate this column 
2If multi‐surface provide back‐up 
 

Table C.2 Type ‘A’, Self‐Treating Areas 

DMA Name or ID  Area (Sq. Ft.)  Stabilization Type  Irrigation Type (if any) 

N/A       

       

       

       

 

Table C.3 Type ‘B’, Self‐Retaining Areas 

Self‐Retaining Area 
Type  ‘C’  DMAs  that  are  draining  to  the  Self‐Retaining 
Area 

DMA 

Name/ ID 
Post‐project  
surface type 

Area 
(square 
feet) 

Storm 

Depth 
(inches)  

DMA  Name  /
ID 

[C] from Table C.4 = 
Required  Retention  Depth 
(inches) 

[A]  [B]  [C]  [D] 

N/A        N/A     
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feet)  Ratio  

[A]  [B]  [C] = [A] x [B]   [D]  [C]/[D] 

N/A               

               

               

               

 

Table C.5 Type ‘D’, Areas Draining to BMPs 

DMA Name or ID  BMP Name or ID 

DMA 1  BMP 1 (Infiltration Basin) 

   

   

   

   
Note: More than one drainage management area can drain to a single LID BMP, however, one 
drainage management area may not drain to more than one BMP. 
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Section D: Implement LID BMPs 

D.1 Infiltration Applicability  

Is there an approved downstream ‘Highest and Best Use’ for stormwater runoff (see discussion in Chapter 
2.4.4 of the WQMP Guidance Document for further details)?    Y  N 

If yes has been checked, Infiltration BMPs shall not be used for the site; proceed to section D.3  

If no, continue working through this section to implement your LID BMPs. It  is recommended that you 
contact your Co‐Permittee to verify whether or not your project discharges to an approved downstream 
‘Highest and Best Use’ feature. 

 

Geotechnical Report 

A Geotechnical Report or Phase I Environmental Site Assessment may be required by the Copermittee to 
confirm present and past site characteristics that may affect the use of Infiltration BMPs. In addition, the 
Co‐Permittee, at their discretion, may not require a geotechnical report for small projects as described in 
Chapter 2 of the WQMP Guidance Document. If a geotechnical report has been prepared, include it in 
Appendix  3.  In  addition,  if  a  Phase  I  Environmental  Site  Assessment  has  been  prepared,  include  it  in 
Appendix 4. 

Is this project classified as a small project consistent with the requirements of Chapter 2 of the WQMP 
Guidance Document?   Y   N 

Infiltration Feasibility 

Table  D.1  below  is meant  to  provide  a  simple means  of  assessing which  DMAs  on  your  site  support 
Infiltration  BMPs  and  is  discussed  in  the  WQMP  Guidance  Document  in  Chapter  2.4.5.  Check  the 
appropriate box for each question and then list affected DMAs as applicable. If additional space is needed, 
add a row below the corresponding answer.  

Table D.1 Infiltration Feasibility 

Does the project site…  YES  NO 

…have any DMAs with a seasonal high groundwater mark shallower than 10 feet?    X 

          If Yes, list affected DMAs:     

…have any DMAs located within 100 feet of a water supply well?    X 

          If Yes, list affected DMAs:     

…have any areas identified by the geotechnical report as posing a public safety risk where infiltration of stormwater 
could have a negative impact? 

  X 

          If Yes, list affected DMAs:     

…have measured in‐situ infiltration rates of less than 1.6 inches / hour?    X 

          If Yes, list affected DMAs:     

…have  significant  cut  and/or  fill  conditions  that  would  preclude  in‐situ  testing  of  infiltration  rates  at  the  final 
infiltration surface? 

  X 

          If Yes, list affected DMAs:     

…geotechnical report identify other site‐specific factors that would preclude effective and safe infiltration?    X 

          Describe here:      

If you answered “Yes” to any of the questions above for any DMA, Infiltration BMPs should not be used 
for those DMAs and you should proceed to the assessment for Harvest and Use below. 
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D.2 Harvest and Use Assessment 

Please check what applies: 

      ☐ Reclaimed water will be used for the non‐potable water demands for the project. 

☐Downstream water rights may be impacted by Harvest and Use as approved by the Regional 
Board (verify with the Copermittee).  

☒The Design Capture Volume will  be  addressed using  Infiltration Only BMPs.  In  such  a  case, 
Harvest and Use BMPs are still encouraged, but it would not be required if the Design Capture 
Volume will be infiltrated or evapotranspired.  

If any of the above boxes have been checked, Harvest and Use BMPs need not be assessed for the site. If 
none of the above criteria applies, follow the steps below to assess the feasibility of irrigation use, toilet 
use and other non‐potable uses (e.g., industrial use). 

 

Irrigation Use Feasibility 

Complete the following steps to determine the feasibility of harvesting stormwater runoff for Irrigation 
Use BMPs on your site: 

Step 1:  Identify the total area of irrigated landscape on the site, and the type of landscaping used. 

  Total Area of Irrigated Landscape: N/A 

  Type of Landscaping (Conservation Design or Active Turf): Conservation design 

Step 2:  Identify the planned total of all impervious areas on the proposed project from which runoff 
might be  feasibly  captured and  stored  for  irrigation use. Depending on  the  configuration of 
buildings and other impervious areas on the site, you may consider the site as a whole, or parts 
of the site, to evaluate reasonable scenarios for capturing and storing runoff and directing the 
stored runoff to the potential use(s) identified in Step 1 above.  

  Total Area of Impervious Surfaces: N/A 

Step 3:  Cross  reference  the  Design  Storm  depth  for  the  project  site  (see  Exhibit  A  of  the  WQMP 
Guidance Document) with the left column of Table 2‐3 in Chapter 2 to determine the minimum 
area of Effective Irrigated Area per Tributary Impervious Area (EIATIA). 

  Enter your EIATIA factor: N/A 

Step 4:  Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to 
develop the minimum irrigated area that would be required.  

  Minimum required irrigated area: N/A 

Step 5:  Determine  if  harvesting  stormwater  runoff  for  irrigation  use  is  feasible  for  the  project  by 
comparing the total area of irrigated landscape (Step 1) to the minimum required irrigated area 
(Step 4). 

 

Minimum required irrigated area (Step 4)  Available Irrigated Landscape (Step 1) 

N/A  N/A 
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Toilet Use Feasibility 

Complete  the  following  steps  to  determine  the  feasibility  of  harvesting  stormwater  runoff  for  toilet 
flushing uses on your site: 

Step 1:  Identify the projected total number of daily toilet users during the wet season, and account for 
any periodic shut downs or other lapses in occupancy: 

  Projected Number of Daily Toilet Users: N/A 

  Project Type: Residential 

Step 2:  Identify the planned total of all impervious areas on the proposed project from which runoff 
might  be  feasibly  captured  and  stored  for  toilet  use.    Depending  on  the  configuration  of 
buildings and other impervious areas on the site, you may consider the site as a whole, or parts 
of the site, to evaluate reasonable scenarios for capturing and storing runoff and directing the 
stored runoff to the potential use(s) identified in Step 1 above.  

  Total Area of Impervious Surfaces: N/A 

Step 3:  Enter the Design Storm depth for the project site (see Exhibit A) into the left column of Table 2‐
2 in Chapter 2 to determine the minimum number or toilet users per tributary impervious acre 
(TUTIA). 

  Enter your TUTIA factor: N/A 

Step 4:  Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to 
develop the minimum number of toilet users that would be required.  

  Minimum number of toilet users: N/A 

Step 5:  Determine if harvesting stormwater runoff for toilet flushing use is feasible for the project by 
comparing the Number of Daily Toilet Users (Step 1) to the minimum required number of toilet 
users (Step 4). 

 

Minimum required Toilet Users (Step 4)  Projected number of toilet users (Step 1) 

N/A  N/A 

 

Other Non‐Potable Use Feasibility 

Are there other non‐potable uses for stormwater runoff on the site (e.g. industrial use)? See Chapter 2 of 
the Guidance for further information.  If yes, describe below. If no, write N/A. 

          N/A  

Step 1:  Identify the projected average daily non‐potable demand,  in gallons per day, during the wet 
season and accounting for any periodic shut downs or other lapses in occupancy or operation. 

  Average Daily Demand: N/A 

Step 2:  Identify the planned total of all impervious areas on the proposed project from which runoff 
might be feasibly captured and stored for the  identified non‐potable use. Depending on the 
configuration of buildings and other impervious areas on the site, you may consider the site as 
a whole, or parts of the site, to evaluate reasonable scenarios for capturing and storing runoff 
and directing the stored runoff to the potential use(s) identified in Step 1 above.  

  Total Area of Impervious Surfaces: N/A 
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Step 3:  Enter the Design Storm depth for the project site (see Exhibit A) into the left column of Table 2‐
4  in  Chapter  2    to  determine  the  minimum  demand  for  non‐potable  uses  per  tributary 
impervious acre. 

  Enter the factor from Table 2‐4: N/A 

Step 4:  Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to 
develop the minimum number of gallons per day of non‐potable use that would be required.  

  Minimum required use: N/A 

Step 5:  Determine if harvesting stormwater runoff for other non‐potable use is feasible for the project 
by comparing the projected average daily use (Step 1) to the minimum required non‐potable 
use (Step 4). 

 

Minimum required non‐potable use (Step 4)  Projected average daily use (Step 1) 

N/A  N/A 

 

If Irrigation, Toilet and Other Use feasibility anticipated demands are less than the applicable minimum 
values, Harvest and Use BMPs are not required and you should proceed to utilize LID Bioretention and 
Biotreatment per Section 3.4.2 of the WQMP Guidance Document. 

 

D.3 Bioretention and Biotreatment Assessment 

Other LID Bioretention and Biotreatment BMPs as described  in Chapter 2.4.7 of  the WQMP Guidance 
Document are feasible on nearly all development sites with sufficient advance planning. 

Select one of the following: 

☐ LID Bioretention/Biotreatment BMPs will be used for some or all DMAs of the project as noted 
below in Section D.4 (note the requirements of Section 3.4.2 in the WQMP Guidance Document). 

☐  A  site‐specific  analysis  demonstrating  the  technical  infeasibility  of  all  LID  BMPs  has  been 
performed and  is  included  in Appendix 5.  If you plan to submit an analysis demonstrating  the 
technical  infeasibility  of  LID  BMPs,  request  a  pre‐submittal  meeting with  the  Copermittee  to 
discuss this option.  Proceed to Section E to document your alternative compliance measures. 

 

 

NOTE: This segment is Not Applicable since the project is proposing to use Infiltration Basin as 
the BMP. 
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D.4 Feasibility Assessment Summaries 

From the Infiltration, Harvest and Use, Bioretention and Biotreatment Sections above, complete Table D.2 
below  to  summarize  which  LID  BMPs  are  technically  feasible,  and  which  are  not,  based  upon  the 
established hierarchy. 

 
Table D.2 LID Prioritization Summary Matrix 

DMA 
Name/ID 

LID BMP Hierarchy  No LID 
(Alternative 
Compliance) 1. Infiltration  2. Harvest and use  3. Bioretention  4. Biotreatment 

DMA 1           

           

           

           

           

           

 

For those DMAs where LID BMPs are not feasible, provide a brief narrative below summarizing why they 
are not feasible, include your technical infeasibility criteria in Appendix 5, and proceed to Section E below 
to document Alternative Compliance measures  for  those DMAs. Recall  that each proposed DMA must 
pass through the LID BMP hierarchy before alternative compliance measures may be considered. 

The project is already proposing the use Infiltration Basin as the BMP. This is the highest BMP based on 

the prioritization list, and considered the most appropriate for the site. 
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D.5 LID BMP Sizing  

Each  LID BMP must be designed  to ensure  that  the Design Capture Volume will  be  addressed by  the 
selected BMPs. First, calculate the Design Capture Volume for each LID BMP using the VBMP worksheet in 
Appendix F of the LID BMP Design Handbook. Second, design the LID BMP to meet the required VBMP using 
a method approved by the Copermittee. Utilize the worksheets found in the LID BMP Design Handbook 
or consult with your Copermittee to assist you in correctly sizing your LID BMPs. Complete Table D.3 below 
to  document  the  Design  Capture  Volume  and  the  Proposed  Volume  for  each  LID  BMP.  Provide  the 
completed design procedure sheets for each LID BMP in Appendix 6. You may add additional rows to the 
table below as needed. 

 
Table D.3 DCV Calculations for LID BMPs 

DMA 
Type/ID 

DMA 
Area 
(square 
feet) 

Post‐
Project 
Surface 
Type 

Effective 
Impervious 
Fraction, If 

DMA 
Runoff 
Factor 

DMA 
Areas  x 
Runoff 
Factor 

Enter BMP Name / Identifier Here 

 
  [A]    [B]  [C] [A] x [C] 

Please See 
Calculations 
on 
Appendix 6 

              

Design 
Storm 
Depth 
(in) 

Design  Capture 

Volume,  VBMP 
(cubic feet) 

Proposed 
Volume 
on  Plans 
(cubic 
feet) 

 See 
Summary 
Below 

              

                 

                 

                 

                 

  AT = Σ[A]     Σ= [D]  [E]  F   
D x E  

12
  [G] 

[B], [C] is obtained as described in Section 2.3.1 of the WQMP Guidance Document 

[E] is obtained from Exhibit A in the WQMP Guidance Document 

[G] is obtained from a design procedure sheet, such as in LID BMP Design Handbook and placed in Appendix 6 

 

DCV Calculation Summary: 

DMA No. = DMA 1 

BMP ID = BMP 1 

BMP Type = Infiltration Basin 

Design Capture Volume = 14,714 cu‐ft 

Proposed Volume = 30,275 cu‐ft 
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Section E: Alternative Compliance (LID Waiver Program) 

LID BMPs are expected to be feasible on virtually all projects. Where LID BMPs have been demonstrated 
to be infeasible as documented in Section D, other Treatment Control BMPs must be used (subject to LID 
waiver approval by the Copermittee). Check one of the following Boxes: 

☒ LID Principles and LID BMPs have been incorporated into the site design to fully address all 
Drainage Management Areas. No alternative compliance measures are required for this project 
and thus this Section is not required to be completed. 

- Or    ‐ 

☐ The following Drainage Management Areas are unable to be addressed using LID BMPs. A site‐
specific analysis demonstrating technical infeasibility of LID BMPs has been approved by the Co‐
Permittee and included in Appendix 5. Additionally, no downstream regional and/or sub‐regional 
LID  BMPs  exist  or  are  available  for  use  by  the  project.  The  following  alternative  compliance 
measures  on  the  following  pages  are  being  implemented  to  ensure  that  any  pollutant  loads 
expected to be discharged by not incorporating LID BMPs, are fully mitigated. 
 

  N/A    
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E.1 Identify Pollutants of Concern 

Utilizing Table A.1 from Section A above which noted your project’s receiving waters and their associated 
EPA  approved  303(d)  listed  impairments,  cross  reference  this  information with  that  of  your  selected 
Priority Development Project Category in Table E.1 below. If the identified General Pollutant Categories 
are the same as those listed for your receiving waters, then these will be your Pollutants of Concern and 
the  appropriate  box  or  boxes  will  be  checked  on  the  last  row.    The  purpose  of  this  is  to  document 
compliance  and  to  help  you  appropriately  plan  for  mitigating  your  Pollutants  of  Concern  in  lieu  of 
implementing LID BMPs. 

 
Table E.1 Potential Pollutants by Land Use Type 

Priority Development 
Project Categories and/or 
Project Features (check those 
that apply) 

General Pollutant Categories 

Bacterial 
Indicators 

Metals Nutrients Pesticides 
Toxic 
Organic 
Compounds 

Sediments 
Trash & 
Debris 

Oil & 
Grease 

 
Detached Residential 
Development  

P N P P N P P P 

 
Attached Residential 
Development  

P N P P N P P P(2) 

 
Commercial/Industrial 
Development 

P(3) P P(1) P(1) P(5) P(1) P P 

 
Automotive Repair 
Shops 

N P N N P(4, 5) N P P 

 
Restaurants  
(>5,000 ft2) 

P N N N N N P P 

 
Hillside Development  
(>5,000 ft2) 

P N P P N P P P 

 
Parking Lots  
(>5,000 ft2) 

P(6) P P(1) P(1) P(4) P(1) P P 

 Retail Gasoline Outlets N P N N P N P P 

Project Priority Pollutant(s) 
of Concern 

        

P = Potential  
N = Not Potential  
(1) A potential Pollutant if non-native landscaping exists or is proposed onsite; otherwise not expected 
(2) A potential Pollutant if the project includes uncovered parking areas; otherwise not expected 
(3) A potential Pollutant is land use involving animal waste 

(4) Specifically petroleum hydrocarbons 
(5) Specifically solvents 
(6) Bacterial indicators are routinely detected in pavement runoff  
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E.2 Stormwater Credits 

Projects  that  cannot  implement  LID  BMPs  but  nevertheless  implement  smart  growth  principles  are 
potentially eligible  for Stormwater Credits. Utilize Table 3‐8 within  the WQMP Guidance Document  to 
identify your Project Category and its associated Water Quality Credit. If not applicable, write N/A.  
 

Table E.2 Water Quality Credits 

Qualifying Project Categories  Credit Percentage2 

N/A   

   

   
Total Credit Percentage1   
1Cannot Exceed 50% 
2Obtain corresponding data from Table 3‐8 in the WQMP Guidance  Document 

 

E.3 Sizing Criteria 

After  you  appropriately  considered  Stormwater  Credits  for  your  project,  utilize  Table  E.3  below  to 
appropriately size them to the DCV, or Design Flow Rate, as applicable. Please reference Chapter 3.5.2 of 
the WQMP Guidance Document for further information. 

 
Table E.3 Treatment Control BMP Sizing 

DMA 
Type/ID 

DMA 
Area 
(square 
feet) 

Post‐
Project 
Surface 
Type 

Effective 
Impervious 
Fraction, If 

DMA 
Runoff 
Factor 

DMA 
Area  x 
Runoff 
Factor 

 

Enter BMP Name / Identifier Here 

 
 [A]  [B] [C] [A] x [C]  

 N/A                

Design 
Storm 
Depth 
(in) 

Minimum 
Design 
Capture 
Volume  or 
Design  Flow 
Rate  (cubic 
feet or cfs) 

 
 
Total Storm 
Water 
Credit  % 
Reduction 
 

Proposed 
Volume 
or  Flow 
on  Plans 
(cubic 
feet  or 
cfs) 

                 

                 

                 

                 

                 

  AT  = 
Σ[A]  

  Σ= [D]  [E]  F   
D x E  

G
  [F] X (1‐[H])  [I] 

[B], [C] is obtained as described in Section 2.3.1 from the WQMP Guidance Document 

[E] is for Flow‐Based Treatment Control BMPs [E] = .2, for Volume‐Based Control Treatment BMPs, [E]  obtained from Exhibit A in the WQMP 
Guidance Document 

[G] is for Flow‐Based Treatment Control BMPs [G] = 43,560, for Volume‐Based Control Treatment BMPs, [G] = 12 

[H] is from the Total Credit Percentage as Calculated from Table E.2 above 

[I] as obtained from a design procedure sheet from the BMP manufacturer and should be included in Appendix 6 
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E.4 Treatment Control BMP Selection 

Treatment Control BMPs typically provide proprietary treatment mechanisms to treat potential pollutants 
in runoff, but do not sustain significant biological processes. Treatment Control BMPs must have a removal 
efficiency of a medium or high effectiveness as quantified below: 

 High: equal to or greater than 80% removal efficiency  

 Medium: between 40% and 80% removal efficiency 

Such removal efficiency documentation (e.g., studies, reports, etc.) as further discussed in Chapter 3.5.2 
of the WQMP Guidance Document, must be included in Appendix 6.  In addition, ensure that proposed 
Treatment Control BMPs are properly identified on the WQMP Site Plan in Appendix 1. 

 
Table E.4 Treatment Control BMP Selection  

Selected  Treatment  Control  BMP 
Name or ID1 

Priority  Pollutant(s)  of 
Concern to Mitigate2 

Removal  Efficiency 
Percentage3 

BMP1: Infiltration Basin  Phosphorus, Toxicity  High 

     

     

     
1 Treatment Control BMPs must not be constructed within Receiving Waters. In addition, a proposed Treatment Control BMP may be 
listed more than once if they possess more than one qualifying pollutant removal efficiency. 
2 Cross Reference Table E.1 above to populate this column. 
3 As documented in a Co‐Permittee Approved Study and provided in Appendix 6. 
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Section F: Hydromodification 

F.1 Hydrologic Conditions of Concern (HCOC) Analysis 

Once you have determined that the LID design is adequate to address water quality requirements, you 
will need to assess if the proposed LID Design may still create a HCOC. Review Chapters 2 and 3 (including 
Figure  3‐7)  of  the  WQMP  Guidance  Document  to  determine  if  your  project  must  mitigate  for 
Hydromodification impacts. If your project meets one of the following criteria which will be indicated by 
the  check boxes below,  you do not need  to address Hydromodification at  this  time.   However,  if  the 
project does not qualify for Exemptions 1, 2 or 3, then additional measures must be added to the design 
to comply with HCOC criteria. This is discussed in further detail below in Section F.2. 

 

HCOC EXEMPTION 1: The Priority Development Project disturbs less than one acre. The Copermittee 
has the discretion to require a Project‐Specific WQMP to address HCOCs on projects less than one 
acre on a case by case basis. The disturbed area calculation should include all disturbances associated 
with larger common plans of development. 

 

Does the project qualify for this HCOC Exemption?    Y   N 

If Yes, HCOC criteria do not apply. 

 

HCOC EXEMPTION 2:  The volume and  time of  concentration1 of  storm water  runoff  for  the post‐
development condition is not significantly different from the pre‐development condition for a 2‐year 
return  frequency  storm  (a  difference  of  5%  or  less  is  considered  insignificant)  using  one  of  the 
following methods to calculate: 

 Riverside County Hydrology Manual 

 Technical  Release  55  (TR‐55):  Urban  Hydrology  for  Small  Watersheds  (NRCS  1986),  or 
derivatives thereof, such as the Santa Barbara Urban Hydrograph Method 

 Other methods acceptable to the Co‐Permittee 
 

Does the project qualify for this HCOC Exemption?    Y   N 

If  Yes,  report  results  in  Table  F.1 below and provide your  substantiated hydrologic  analysis  in 
Appendix 7. 

Table F.1 Hydrologic Conditions of Concern Summary 

  2 year – 24 hour 

Pre‐condition  Post‐condition  % Difference 

Time of 
Concentration 

22.35  16.01 

 

28% 

Volume (Cubic Feet)  13,047  37,832  66% 

1 Time of concentration is defined as the time after the beginning of the rainfall when all portions of the drainage basin 
are contributing to flow at the outlet. 
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HCOC EXEMPTION 3: All downstream conveyance channels to an adequate sump (for example, 
Prado Dam, Lake Elsinore, Canyon Lake, Santa Ana River, or other lake, reservoir or naturally 
erosion resistant feature) that will receive runoff from the project are engineered and regularly 
maintained to ensure design flow capacity; no sensitive stream habitat areas will be adversely 
affected; or are not identified on the Co‐Permittees Hydromodification Susceptibility Maps. 

 
Does the project qualify for this HCOC Exemption?    Y   N 

If Yes, HCOC criteria do not apply and note below which adequate sump applies to  this HCOC 
qualifier: 

     N/A 

F.2 HCOC Mitigation 

If none of the above HCOC Exemption Criteria are applicable, HCOC criteria is considered mitigated if they 
meet one of the following conditions: 

a. Additional LID BMPS are implemented onsite or offsite to mitigate potential erosion or habitat 
impacts as a result of HCOCs. This can be conducted by an evaluation of site‐specific conditions 
utilizing  accepted  professional  methodologies  published  by  entities  such  as  the  California 
Stormwater Quality Association (CASQA), the Southern California Coastal Water Research Project 
(SCCRWP),  or  other  Co‐Permittee  approved  methodologies  for  site‐specific  HCOC  analysis. 
   

b. The project is developed consistent with an approved Watershed Action Plan that addresses 
HCOC in Receiving Waters. 
 

c. Mimicking the pre‐development hydrograph with the post‐development hydrograph, for a 2‐year 
return frequency storm. Generally, the hydrologic conditions of concern are not significant, if the 
post‐development hydrograph is no more than 10% greater than pre‐development hydrograph. 
In cases where excess volume cannot be infiltrated or captured and reused, discharge from the 
site must be limited to a flow rate no greater than 110% of the pre‐development 2‐year peak flow.  

Be sure to include all pertinent documentation used in your analysis of the items a, b or c in Appendix 7. 

 

NOTE: The Difference in volume for 2‐yr, 24‐hour storm pre‐ and post‐development is 24,785 cu‐ft. The 
total retention capacity of the proposed basin is 35,018 cu‐ft. Therefore, the site has sufficient room to 
infiltrate the excess volume. In addition, the basin at maximum level depth of 5.9’ and capacity of 39,119 
cu‐ft, only releases flow of 2.7 cfs. This proposed flow is less than the existing condition flow of 6.49 cfs. 
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Section G: Source Control BMPs 

Source control BMPs include permanent, structural features that may be required in your project plans — 
such as roofs over and berms around trash and recycling areas — and Operational BMPs, such as regular 
sweeping  and  “housekeeping”,  that  must  be  implemented  by  the  site’s  occupant  or  user.  The  MEP 
standard typically requires both types of BMPs.  In general, Operational BMPs cannot be substituted for a 
feasible and effective permanent BMP. Using the Pollutant Sources/Source Control Checklist in Appendix 
8, review the following procedure to specify Source Control BMPs for your site: 

1. Identify Pollutant Sources: Review Column 1 in the Pollutant Sources/Source Control Checklist. Check 
off the potential sources of Pollutants that apply to your site. 

2. Note  Locations on Project‐Specific WQMP Exhibit: Note  the  corresponding  requirements  listed  in 
Column  2  of  the  Pollutant  Sources/Source  Control  Checklist.  Show  the  location  of  each  Pollutant 
source and each permanent Source Control BMP in your Project‐Specific WQMP Exhibit  located  in 
Appendix 1. 

3. Prepare a Table and Narrative: Check off the corresponding requirements listed in Column 3 in the 
Pollutant Sources/Source Control Checklist. In the left column of Table G.1 below, list each potential 
source of runoff Pollutants on your site (from those that you checked in the Pollutant Sources/Source 
Control Checklist). In the middle column, list the corresponding permanent, Structural Source Control 
BMPs  (from Columns  2  and  3  of  the  Pollutant  Sources/Source  Control  Checklist)  used  to  prevent 
Pollutants  from entering  runoff. Add additional narrative  in  this  column  that explains any  special 
features, materials  or methods  of  construction  that will  be  used  to  implement  these  permanent, 
Structural Source Control BMPs.  

4. Identify Operational Source Control BMPs: To complete your table, refer once again to the Pollutant 
Sources/Source Control Checklist. List  in the right column of your table the Operational BMPs that 
should  be  implemented  as  long  as  the  anticipated  activities  continue  at  the  site.  Copermittee 
stormwater ordinances require that applicable Source Control BMPs be implemented; the same BMPs 
may also be required as a condition of a use permit or other revocable Discretionary Approval for use 
of the site. 

Table G.1 Permanent and Operational Source Control Measures 

Potential Sources of Runoff 
pollutants 

Permanent Structural Source 
Control BMPs 

Operational Source Control BMPs 

On‐site Storm Drain Inlets  Mark all inlets with the words, 

“Only Rain Down the Storm 
Drain” or similar. 

Maintain  and  periodically  repair 
or replace inlet markings. Provide 
stormwater pollution prevention 
information to new site owners. 

Interior parking garages  Parking garage floor drains will be 
plumbed to the sanitary sewer. 

Inspect  and  maintain  drains  to 
prevent blockages and overflow. 

Landscape/Outdoor Pesticide 
use 

Final landscape plan will 
accomplish: Preserve existing 
trees and ground covers, 
minimize irrigation, minimize use 
of fertilizers and pesticides, use 
pest‐resistant plants, and proper 
choice of plants to use. 

Maintain  landscaping  using 
minimum or no pesticides. 
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Section H: Construction Plan Checklist 

Populate Table H.1 below to assist the plan checker in an expeditious review of your project. The first two 
columns will  contain  information  that  was  prepared  in  previous  steps,  while  the  last  column will  be 
populated with the corresponding plan sheets. This table is to be completed with the submittal of your 
final Project‐Specific WQMP. 

Table H.1 Construction Plan Cross‐reference 

BMP No. or 
ID 

BMP Identifier and 
Description 

Corresponding Plan Sheet(s)  BMP Location (Lat/Long) 

BMP 1  Infiltration Basin  In Final WQMP   

       

       

       

       

 

Note that the updated table — or Construction Plan WQMP Checklist — is only a reference tool to facilitate 
an  easy  comparison of  the  construction plans  to  your  Project‐Specific WQMP. Co‐Permittee  staff  can 
advise you regarding the process required to propose changes to the approved Project‐Specific WQMP. 
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Section I: Operation, Maintenance and Funding 

The Copermittee will periodically verify that Stormwater BMPs on your site are maintained and continue 
to operate as designed. To make this possible, your Copermittee will require that you include in Appendix 
9 of this Project‐Specific WQMP: 

1. A means to finance and implement facility maintenance in perpetuity, including replacement 
cost.  

2. Acceptance of  responsibility  for maintenance  from  the  time  the BMPs are constructed until 
responsibility for operation and maintenance is legally transferred. A warranty covering a period 
following construction may also be required. 

3. An outline of general maintenance requirements for the Stormwater BMPs you have selected. 

4. Figures  delineating  and  designating  pervious  and  impervious  areas,  location,  and  type  of 
Stormwater BMP, and  tables of pervious and  impervious areas served by each  facility. Geo‐
locating the BMPs using a coordinate system of latitude and longitude is recommended to help 
facilitate a future statewide database system. 

5. A separate list and location of self‐retaining areas or areas addressed by LID Principles that do 
not require specialized O&M or inspections but will require typical landscape maintenance as 
noted in Chapter 5, pages 85‐86, in the WQMP Guidance. Include a brief description of typical 
landscape maintenance for these areas. 

Your  local  Co‐Permittee  will  also  require  that  you  prepare  and  submit  a  detailed  Stormwater  BMP 
Operation and Maintenance Plan that sets forth a maintenance schedule for each of the Stormwater BMPs 
built on your site. An agreement assigning responsibility for maintenance and providing for inspections 
and certification may also be required. 

Details  of  these  requirements  and  instructions  for  preparing  a  Stormwater  BMP  Operation  and 
Maintenance Plan are in Chapter 5 of the WQMP Guidance Document. 

 

Maintenance Mechanism:  The proposed BMP, Infiltration Basin, will be constructed by the developer and 
the HOA will have ongoing maintenance responsibilities.  

 

Will  the  proposed  BMPs  be  maintained  by  a  Home  Owners’  Association  (HOA)  or  Property  Owners 
Association (POA)? 

 Y   N 
 

Include your Operation and Maintenance Plan and Maintenance Mechanism in Appendix 9. Additionally, 
include  all  pertinent  forms  of  educational materials  for  those  personnel  that will  be maintaining  the 
proposed BMPs within this Project‐Specific WQMP in Appendix 10. 
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Appendix 1:  Maps and Site Plans 
Location Map, WQMP Site Plan and Receiving Waters Map 
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Appendix 2:  Construction Plans 

Grading and Drainage Plans 
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NOTE: All construction plans will be provided in the Final WQMP. 
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Appendix 3:  Soils Information 

Geotechnical Study and Other Infiltration Testing Data 
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Afu/Qal

INFILTRATION TEST LOCATION MAP

800 North Girard Street

City of Hemet, County of Riverside, State of California

Sikand

G18-1647-20

Shizao Zheng

1" = 50'

October 2019

Sikand Engineering, Preliminary Site Plan, Scale 1"=60'

1 OF 1

Mark Bergmann
Name:

Project No.

Client:

Scale:

Date:

Reference:

Plate No.

Engineering Geologist

LEGEND

(Locations are Approximate)

- Limits of This Report

Qal - Quaternary Alluvium

Qts -  Bautista Formation

Geologic Earth Units

Symbols

Logical Geotechnical Consultants
Geotechnical ● Environmental ● Materials Testing

27570 Commerce Center Dr., #128, Temecula, CA 92590
Phone: 951.297.2450 Fax: 951.719.2998

www.lgcgeoenv.com
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- Infiltration Boring Location
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Appendix 4:  Historical Site Conditions 

Phase I Environmental Site Assessment or Other Information on Past Site Use 
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Appendix 5:  LID Infeasibility 

LID Technical Infeasibility Analysis 
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NOTE: The project is already proposing the use Infiltration Basin as the BMP. This is the highest 

BMP based on the prioritization list, and considered the most appropriate for the site. LID 

infeasibility is not applicable. 
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Appendix 6:  BMP Design Details 

BMP Sizing, Design Details and other Supporting Documentation 
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Date

D85= 0.70 inches

DMA 

Type/ID

DMA Area 

(square feet)

Post‐Project Surface 

Type

Effective 

Imperivous 

Fraction, If

DMA 
Runoff 
Factor

DMA Areas x 

Runoff Factor

Design 

Storm 

Depth (in) 

Design Capture 

Volume, VBMP 

(cubic feet)

Proposed 

Volume on 

Plans (cubic 

feet)

Basin 1 117504 Roofs 1 0.89 104813.6

Basin 1 118402 Concrete or Asphalt 1 0.89 105614.6

Basin 1 378290
Ornamental 

Landscaping 
0.1 0.11 41785.2

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

614196 252213.4 0.70 14712.4 1

Notes: 

BMP Identification

Drainage Management Area Tabulation

Design Rainfall Depth

BMP NAME / ID Basin 1
Must match Name/ID used on BMP Design Calculation Sheet

Designed by Doug Farmer, PE Case No
Company Project Number/Name 5118-007/ Hemet

Santa Ana Watershed - BMP Design Volume, VBMP
(Rev. 10-2011)

   Legend:
Required Entries    

Calculated Cells     
(Note this worksheet shall only  be used in conjunction with BMP designs from the LID BMP Design Handbook ) 

Company Name Sikand Engineering Associates 1/28/2020

Total

85th Percentile, 24-hour Rainfall Depth, 
from the Isohyetal Map in Handbook Appendix E

Insert additional rows if needed to accommodate all DMAs draining to the BMP

Proposed Volume must be greater than the Design Capture Volume
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RIVERSIDE COUNTY FLOOD
CONTROL AND WATER

CONSERVATION DISTRICT

Isohyetal Map
for the 85th Percentile
24 hour Storm Event

July 2011

Rain Gage Locations

Project Site
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Company Name: Date:
Designed by: County/City Case No.:

AT = 14.1 acres

  b) Enter VBMP determined from Section 2.1 of this Handbook VBMP= 14,713 ft3

I = 4.53 in/hr

FS = 3

D1 = D1 = 9.1 ft

1 ft

  e) Enter depth to historic high ground water (measured from top of basin) 267 ft

267 ft

D2 =  256.0 ft

DMAX = 9.1 ft

z = 4 :1

dB = 5 ft

AS =  2943 ft2

AD = 3026 ft2

Volume = 74 ft3

Depth = 1 ft

Area = 74 ft2

12.0 in
 
Notes: 

   b) Proposed  basin depth (excluding freeboard)

Forebay

 c) Forebay surface area (minimum)

Width (W) =

 b) Forebay depth (height of berm/splashwall. 1 foot min.)  

 a) Forebay volume (minimum 0.5% VBMP)

 d) Full height notch-type weir  

  d) Proposed Design Surface Area  

  c) Minimum bottom surface area of basin (AS= VBMP/dB)

Calculated Cells
Sikand Engineering Associates 1/28/2020

Doug Farmer, PE

Infiltration Basin  - Design Procedure                   
(Rev. 03-2012)

BMP ID 
Legend:

Required Entries
Basin 1

  h) DMAX is the smaller value of D1 and D2 but shall not exceed 5 feet

Design Volume

  a) Basin side slopes (no steeper than 4:1)  

Maximum Depth 

  a) Infiltration rate

  b) Factor of Safety (See Table 1, Appendix A: "Infiltration Testing"
       from this BMP Handbook)

  c) Calculate D1

Basin Geometry

  f) Enter depth to top of bedrock or impermeable layer (measured from top of basin)

I (in/hr) x  72 hrs

12 (in/ft)  x FS

Depth to groundwater - (10 ft + freeboard)  and
Depth to impermeable layer - (5 ft + freeboard)

  a) Tributary area (BMP subarea)  

  g) D2 is the smaller of:

  d) Enter the depth of freeboard (at least 1 ft)
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Riverside County - Low Impact Development BMP Design Handbook  rev. 2/2012 

Page 1 

3.1  INFILTRATION BASIN 
 

 
Description 
 
An  Infiltration  Basin  is  a  flat  earthen  basin 
designed  to capture  the design capture volume, 
VBMP.  The  stormwater  infiltrates  through  the 
bottom of the basin into the underlying soil over 
a  72  hour  drawdown  period.  Flows  exceeding 
VBMP  must  discharge  to  a  downstream 
conveyance  system.  Trash  and  sediment 
accumulate  within  the  forebay  as  stormwater 
passes  into  the  basin.    Infiltration  basins  are 
highly  effective  in  removing  all  targeted 
pollutants from stormwater runoff.  

See Appendix A, and Appendix C, Section 1 of Basin Guidelines, for additional requirements. 

Siting Considerations 
The use of infiltration basins may be restricted by concerns over ground water contamination, 
soil permeability, and clogging at the site. See the applicable WQMP for any specific feasibility 
considerations for using  infiltration BMPs. Where this BMP  is being used, the soil beneath the 
basin must  be  thoroughly  evaluated  in  a  geotechnical  report  since  the  underlying  soils  are 
critical to the basin’s long term performance. To protect the basin from erosion, the sides and 
bottom of the basin must be vegetated, preferably with native or low water use plant species. 

In addition, these basins may not be appropriate for the following site conditions:  

 Industrial sites or locations where spills of toxic materials may occur 

 Sites with very low soil infiltration rates 

 Sites with   high groundwater tables or excessively high soil  infiltration rates, where 
pollutants can affect ground water quality 

 Sites with unstabilized soil or construction activity upstream 

 On steeply sloping terrain 

 Infiltration  basins  located  in  a  fill  condition  should  refer  to  Appendix  A  of  this 
Handbook for details on special requirements/restrictions 

Type of BMP  LID ‐ Infiltration

Treatment Mechanisms  Infiltration, Evapotranspiration (when vegetated), Evaporation, and 
Sedimentation 

Maximum Treatment Area  50 acres

Other Names  Bioinfiltration Basin

Figure 1 – Infiltration Basin 
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Setbacks  
 
Always  consult  your  geotechnical  engineer  for  site  specific  recommendations  regarding 
setbacks  for  infiltration  trenches.    Recommended  setbacks  are  needed  to  protect  buildings, 
existing trees, walls, onsite or nearby wells, streams, and tanks.  Setbacks should be considered 
early in the design process since they can affect where infiltration facilities may be placed and 
how  deep  they  are  allowed  to  be.    For  instance,  depth  setbacks  can  dictate  fairly  shallow 
facilities  that will have a  larger  footprint  and,  in  some  cases, may make  an  infiltration basin 
infeasible.  In that instance, another BMP must be selected.  
 
Infiltration basins typically must be set back: 

 10 feet from the historic high groundwater (measured vertically from the bottom of the 
basin, as shown in Figure 2) 

 5 feet from bedrock or impermeable surface layer (measured vertically from the bottom 
of the basin, as shown in Figure 2) 

 From all existing mature tree drip lines as indicated in Figure 2 (to protect their root 
structure) 

 100 feet horizontally from wells, tanks or springs 

Setbacks  to walls  and  foundations must  be  included  as  part  of  the Geotechnical Report. All 
other  setbacks  shall  be  in  accordance  with  applicable  standards  of  the  District’s  Basin 
Guidelines (Appendix C). 

 
 

Figure 2 – Setback Requirements 
 

121



INFILTRATION BASIN BMP FACT SHEET 
 

 
Riverside County - Low Impact Development BMP Design Handbook  rev. 2/2012 

Page 3 

 
Forebay 
 
A concrete forebay shall be provided to reduce sediment clogging and to reduce erosion.  The 
forebay shall have a design volume of at  least 0.5% VBMP and a minimum 1 foot high concrete 
splashwall / berm.   Full height notch‐type weir(s), offset  from the  line of  flow  from the basin 
inlet  to prevent short circuiting, shall be used  to outlet  the  forebay.    It  is recommended  that 
two weirs be used and that they be located on opposite sides of the forebay (see Figure 2).  

 
Overflow 
 
Flows exceeding VBMP must discharge to an acceptable downstream conveyance system. Where 
an adequate outlet  is present, an overflow structure may be used. Where an embankment  is 
present, an emergency spillway may be used instead. Overflows must be placed just above the 
design water surface for VBMP and be near the outlet of the system. The overflow structure shall 
be  similar  to  the District’s  Standard Drawing CB 110. Additional details may be  found  in  the 
District’s Basin Guidelines (Appendix C). 

 
   

Figure 3 – Infiltration Basin 
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Landscaping Requirements  
Basin  vegetation  provides  erosion  protection,  improves  sediment  removal  and  assists  in 
allowing  infiltration  to occur.   The basin  surface and  side  slopes  shall be planted with native 
grasses.  Proper landscape management is also required to ensure that the vegetation does not 
contribute to water pollution through pesticides, herbicides, or fertilizers.  Landscaping shall be 
in  accordance  with  County  of  Riverside  Ordinance  859  and  the  District’s  Basin  Guidelines 
(Appendix C), or other guidelines issued by the Engineering Authority. 
 
Maintenance  
Normal maintenance of an  infiltration basin  includes  the maintenance of  landscaping, debris 
and  trash  removal  from  the  surface  of  the  basin,  and  tending  to  problems  associated with 
standing water  (vectors, odors, etc.). Significant ponding, especially more than 72 hours after 
an event, may  indicate that  the basin surface  is no  longer providing sufficient  infiltration and 
requires aeration. See the District’s Basin Guidelines (Appendix C) for additional requirements 
(i.e., fencing, maintenance access, etc.). 

Table 1 ‐ Inspection and Maintenance 
 

Schedule  Inspection and Maintenance Activity 

Ongoing including just 
before annual storm 
seasons and following 
rainfall events. 

 Maintain vegetation as needed. Use of fertilizers, pesticides and herbicides should 
be strenuously avoided to ensure they don’t contribute to water pollution. If 
appropriate native plant selections and other IPM methods are used, such products 
shouldn’t be needed. If such projects are used,  

o Products shall be applied in accordance with their labeling, especially 
in relation to application to water, and in areas subjected to flooding. 

o Fertilizers should not be applied within 15 days before, after, or 
during the rain season. 

 Remove debris and litter from the entire basin to minimize clogging and improve 
aesthetics. 

 Check for obvious problems and repair as needed. Address odor, insects, and 
overgrowth issues associated with stagnant or standing water in the basin bottom. 
There should be no long‐term ponding water. 

 Check for erosion and sediment laden areas in the basin. Repair as needed. Clean 
forebay if needed. 

 Revegetate side slopes where needed. 

Annually. If possible, 
schedule these inspections 
within 72 hours after a 
significant rainfall. 

 Inspection of hydraulic and structural facilities. Examine the inlet for blockage, the 
embankment and spillway integrity, as well as damage to any structural element. 

 Check for erosion, slumping and overgrowth. Repair as needed. 
 Check basin depth for sediment build up and reduced total capacity. Scrape bottom 

as needed and remove sediment. Restore to original cross‐section and infiltration 
rate. Replant basin vegetation. 

 Verify the basin bottom is allowing acceptable infiltration. Use a disc or other 
method to aerate basin bottom only if there is actual significant loss of infiltrative 
capacity, rather than on a routine basis1. 

 No water should be present 72 hours after an event. No long term standing water 
should be present at all. No algae formation should be visible.  Correct problem as 
needed. 

1. CA Stormwater BMP Handbook for New Development and Significant Redevelopment
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Table 2 ‐ Design and Sizing Criteria for Infiltration Basins 

Note:  The  information  contained  in  this  BMP  Factsheet  is  intended  to  be  a  summary  of  design 

considerations and requirements.  Additional information which applies to all detention basins may 

be  found  in  the District’s Basin Guidelines  (Appendix C).    In addition,  information herein may be 

superseded by other guidelines issued by the co‐permittee.   

 
INFILTRATION BASIN SIZING PROCEDURE 
 
1. Find the Design Volume, VBMP.   

a) Enter the Tributary Area, AT.  
b) Enter the Design Volume, VBMP, determined from Section 2.1 of this Handbook. 

2. Determine the Maximum Depth. 

a) Enter  the  infiltration  rate.    The  infiltration  rate  shall  be  established  as  described  in 
Appendix A: “Infiltration Testing”. 

b) Enter the design Factor of Safety from Table 1 in Appendix A: “Infiltration Testing”. 
c) The spreadsheet will determine D1, the maximum allowable depth of the basin based on 

the infiltration rate along with the maximum drawdown time (72 hours) and the Factor 
of Safety. 

    D1 =   [(t) x (I)] / 12s 
 

Where    I = site infiltration rate (in/hr) 
              s = safety factor 
             t = drawdown time (maximum 72 hours) 

Design Parameter  Infiltration Basin 
Design Volume  VBMP 
Forebay Volume  0.5% VBMP 
Drawdown time (maximum)  72 hours 
Maximum tributary area  50 acres 2 

Minimum infiltration rate 

Must be sufficient to drain the basin within the 
required Drawdown time over the life of the BMP. 
The WQMP may include specific requirements for 

minimum tested infiltration rates. 
Maximum Depth   5 feet 
Spillway erosion control  Energy dissipators to reduce velocities1

Basin Slope  0% 
Freeboard (minimum)  1 foot 1 
Historic High Groundwater Setback (max)  10 feet 
Bedrock/impermeable layer setback (max)  5 feet 
Tree setbacks  Mature tree drip line must not overhang the basin 
Set back from wells, tanks or springs  100 feet 
Set back from foundations  As recommended in Geotechnical Report 
1.      Ventura County’s Technical Guidance Manual for Stormwater Quality Control Measures
2. CA Stormwater BMP Handbook for New Development and Significant Redevelopment 
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d) Enter the depth of freeboard. 
e) Enter  the depth  to  the historic high groundwater  level measured  from  the  top of  the 

basin. 
f) Enter the depth to the top of bedrock or other  impermeable  layer measured from the 

finished grade. 
g) The spreadsheet will determine D2, the total basin depth (including freeboard,  if used) 

of  the basin, based on  restrictions  to  the depth by groundwater and an  impermeable 
layer.   

      D2 = Depth to groundwater – (10 + freeboard) (ft);    
        or 
      D2 = Depth to impermeable layer – (5 + freeboard) (ft) 

Whichever is least. 
 

h) The spreadsheet will determine the maximum allowable effective depth of basin, DMAX, 
based on the smallest value between D1 and D2. DMAX  is the maximum depth of water 
only and does not include freeboard. DMAX shall not exceed 5 feet. 

 
3. Basin Geometry 
 

a) Enter the basin side slopes, z (no steeper than 4:1). 
b) Enter the proposed basin depth, dB excluding freeboard. 
c) The spreadsheet will determine the minimum required surface area of the basin:  

 
      As = VBMP / dB 
 

Where    As    = minimum area required (ft2) 
                    VBMP = volume of the infiltration basin (ft3) 
               dB= proposed depth not to exceed maximum allowable depth, DMAX (ft)   
 

d) Enter the proposed bottom surface area. This area shall not be  less than the minimum 
required surface area. 

 
4. Forebay  

A concrete forebay with a design volume of at  least 0.5% VBMP and a minimum 1 foot high 
concrete splashwall shall be provided.  Full‐height rectangular weir(s) shall be used to outlet 
the  forebay.    The weir(s) must be offset  from  the  line of  flow  from  the basin  inlet.  It  is 
recommended  that  two weirs be used and  that  they be  located on opposite  sides of  the 
forebay (see Figure 2).  

 
a) The spreadsheet will determine the minimum required forebay volume based on 0.5% 

VBMP.   
b) Enter the proposed depth of the forebay berm/splashwall (1foot minimum).   
c) The spreadsheet will determine the minimum required forebay surface area. 
d) Enter the width of rectangular weir to be used (minimum 1.5 inches). Weir width should 

be established based on a 5 minute drawdown time. 
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Appendix 7:  Hydromodification 

Supporting Detail Relating to Hydrologic Conditions of Concern 
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Date

D2yr, 24hr= 1.80 inches

DMA 

Type/ID

DMA Area 

(square feet)

Post‐Project Surface 

Type

Effective 

Imperivous 

Fraction, If

DMA 
Runoff 
Factor

DMA Areas x 

Runoff Factor

Design 

Storm 

Depth (in) 

Design Capture 

Volume, VBMP 

(cubic feet)

Proposed 

Volume on 

Plans (cubic 

feet)

Site 117504 Roofs 1 0.89 104813.6

Site 118402 Concrete or Asphalt 1 0.89 105614.6

Site 378290
Ornamental 

Landscaping 
0.1 0.11 41785.2

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

614196 252213.4 1.80 37832 1

Notes: 

BMP Identification

Drainage Management Area Tabulation

Design Rainfall Depth

BMP NAME / ID 2yr-24hr Post-Dev't Volume
Must match Name/ID used on BMP Design Calculation Sheet

Designed by Doug Farmer, PE Case No
Company Project Number/Name 5118-007/ Hemet

Santa Ana Watershed - BMP Design Volume, VBMP
(Rev. 10-2011)

   Legend:
Required Entries    

Calculated Cells     
(Note this worksheet shall only  be used in conjunction with BMP designs from the LID BMP Design Handbook ) 

Company Name Sikand Engineering Associates 1/27/2021

Total

2-year, 24-hour Rainfall Depth, 
from the Precipitation Map

Insert additional rows if needed to accommodate all DMAs draining to the BMP

Proposed Volume must be greater than the Design Capture Volume
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Date

1.80 inches

DMA 

Type/ID

DMA Area 

(square feet)

Post‐Project Surface 

Type

Effective 

Imperivous 

Fraction, If

DMA 
Runoff 
Factor

DMA Areas x 

Runoff Factor

Design 

Storm 

Depth (in) 

Design Capture 

Volume, VBMP 

(cubic feet)

Proposed 

Volume on 

Plans (cubic 

feet)

Site 614916 Mixed Surface Types 0.15 0.14 86977.3

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

1

614916 86977.3 1.80 13046.6 1

Notes: 

Total

Insert additional rows if needed to accommodate all DMAs draining to the BMP

Proposed Volume must be greater than the Design Capture Volume

Santa Ana Watershed - BMP Design Volume, VBMP
(Rev. 10-2011)

   Legend:
Required Entries    

Calculated Cells     
(Note this worksheet shall only  be used in conjunction with BMP designs from the LID BMP Design Handbook ) 

Company Name Sikand Engineering Associates 1/27/2021
Designed by Doug Farmer, PE Case No
Company Project Number/Name 5118-007/ Hemet

BMP Identification

Drainage Management Area Tabulation

Design Rainfall Depth

BMP NAME / ID 2yr-24hr_Pre-Dev't Volume
Must match Name/ID used on BMP Design Calculation Sheet

2-year, 24-hour Rainfall Depth, 
from the Precipitation Map

D2yr, 24hr=

132



1.80 in 
2yr, 24hour
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PROJECT 
SITE
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Riverside County Rational Hydrology Program

CIVILCADD/CIVILDESIGN Engineering Software,(c) 1989 - 2005 Version 7.1
Rational Hydrology Study        Date: 01/29/21  File:EX2.out 

------------------------------------------------------------------------
Tentative Tract 37558
Drainage Study - Existing Condition
City of Hemet, County of Riverside
By Sikand Engineering Associates 
------------------------------------------------------------------------
 *********   Hydrology Study Control Information **********

 English (in-lb) Units used in input data file

------------------------------------------------------------------------

Program License Serial Number 6057

------------------------------------------------------------------------
Rational Method Hydrology Program based on
Riverside County Flood Control & Water Conservation District
1978 hydrology manual

Storm event (year) =    2.00 Antecedent Moisture Condition = 2

Standard intensity-duration curves data (Plate D-4.1)
For the [ Hemet ] area used.
10 year storm 10 minute intensity =  1.960(In/Hr)
10 year storm 60 minute intensity =  0.760(In/Hr)
100 year storm 10 minute intensity =  3.050(In/Hr)
100 year storm 60 minute intensity =  1.180(In/Hr)

Storm event year =   2.0
Calculated rainfall intensity data:
1 hour intensity =  0.466(In/Hr)
Slope of intensity duration curve = 0.5300

++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
Process from Point/Station        1.000 to Point/Station        2.000
**** INITIAL AREA EVALUATION ****
______________________________________________________________________
Initial area flow distance =   210.800(Ft.)
Top (of initial area) elevation =  1640.200(Ft.)
Bottom (of initial area) elevation =  1625.000(Ft.)
Difference in elevation =    15.200(Ft.)
Slope =    0.07211  s(percent)= 7.21
TC = k(0.710)*[(length^3)/(elevation change)]^0.2
Initial area time of concentration =   10.214 min.
Rainfall intensity =      1.192(In/Hr) for a     2.0 year storm
UNDEVELOPED (fair cover) subarea
Runoff Coefficient = 0.599
Decimal fraction soil group A = 0.000
Decimal fraction soil group B = 1.000
Decimal fraction soil group C = 0.000
Decimal fraction soil group D = 0.000
RI index for soil(AMC 2)  =  69.00
Pervious area fraction =  1.000; Impervious fraction =  0.000
Initial subarea runoff =      0.214(CFS)
Total initial stream area =        0.300(Ac.)
Pervious area fraction = 1.000

++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
Process from Point/Station        2.000 to Point/Station        3.000
**** NATURAL CHANNEL TIME + SUBAREA FLOW ADDITION ****
______________________________________________________________________
Top of natural channel elevation =   1625.000(Ft.)
End of natural channel elevation =   1612.700(Ft.)
Length of natural channel  =   783.700(Ft.)
Estimated mean flow rate at midpoint of channel = 1.785(CFS)

Natural valley channel type used
L.A. County flood control district formula for channel velocity:
Velocity(ft/s) = (7 + 8(q(English Units)^.352)(slope^0.5)
Velocity using mean channel flow =   2.11(Ft/s)
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Correction to map slope used on extremely rugged channels with
drops and waterfalls (Plate D-6.2)

Normal channel slope =  0.0157
Corrected/adjusted channel slope =  0.0157
Travel time =    6.20 min.     TC =   16.42  min.

 Adding area flow to channel
UNDEVELOPED (fair cover) subarea
Runoff Coefficient = 0.547
Decimal fraction soil group A = 0.000
Decimal fraction soil group B = 1.000
Decimal fraction soil group C = 0.000
Decimal fraction soil group D = 0.000
RI index for soil(AMC 2)  =  69.00
Pervious area fraction =  1.000; Impervious fraction =  0.000
Rainfall intensity = 0.927(In/Hr) for a 2.0 year storm
Subarea runoff = 2.230(CFS) for 4.400(Ac.)

 Total runoff = 2.444(CFS) Total area = 4.700(Ac.)

++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
Process from Point/Station        3.000 to Point/Station        4.000
**** NATURAL CHANNEL TIME + SUBAREA FLOW ADDITION ****
______________________________________________________________________
Top of natural channel elevation =   1612.700(Ft.)
End of natural channel elevation =   1608.700(Ft.)
Length of natural channel  =   378.700(Ft.)
Estimated mean flow rate at midpoint of channel = 2.912(CFS)

Natural valley channel type used
L.A. County flood control district formula for channel velocity:
Velocity(ft/s) = (7 + 8(q(English Units)^.352)(slope^0.5)
Velocity using mean channel flow =   1.92(Ft/s)

Correction to map slope used on extremely rugged channels with
drops and waterfalls (Plate D-6.2)

Normal channel slope =  0.0106
Corrected/adjusted channel slope =  0.0106
Travel time =    3.29 min.     TC =   19.71  min.

 Adding area flow to channel
UNDEVELOPED (fair cover) subarea
Runoff Coefficient = 0.526
Decimal fraction soil group A = 0.000
Decimal fraction soil group B = 1.000
Decimal fraction soil group C = 0.000
Decimal fraction soil group D = 0.000
RI index for soil(AMC 2)  =  69.00
Pervious area fraction =  1.000; Impervious fraction =  0.000
Rainfall intensity = 0.841(In/Hr) for a 2.0 year storm
Subarea runoff = 0.796(CFS) for 1.800(Ac.)

 Total runoff = 3.241(CFS) Total area = 6.500(Ac.)

++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
Process from Point/Station        4.000 to Point/Station        5.000
**** NATURAL CHANNEL TIME + SUBAREA FLOW ADDITION ****
______________________________________________________________________
Top of natural channel elevation =   1608.700(Ft.)
End of natural channel elevation =   1606.600(Ft.)
Length of natural channel  =   166.000(Ft.)
Estimated mean flow rate at midpoint of channel = 4.562(CFS)

Natural valley channel type used
L.A. County flood control district formula for channel velocity:
Velocity(ft/s) = (7 + 8(q(English Units)^.352)(slope^0.5)
Velocity using mean channel flow =   2.32(Ft/s)

Correction to map slope used on extremely rugged channels with
drops and waterfalls (Plate D-6.2)

Normal channel slope =  0.0127
Corrected/adjusted channel slope =  0.0127
Travel time =    1.19 min.     TC =   20.90  min.

 Adding area flow to channel
UNDEVELOPED (fair cover) subarea
Runoff Coefficient = 0.519
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Decimal fraction soil group A = 0.000
Decimal fraction soil group B = 1.000
Decimal fraction soil group C = 0.000
Decimal fraction soil group D = 0.000
RI index for soil(AMC 2)  =  69.00
Pervious area fraction =  1.000; Impervious fraction =  0.000
Rainfall intensity = 0.816(In/Hr) for a 2.0 year storm
Subarea runoff = 2.243(CFS) for 5.300(Ac.)

 Total runoff = 5.484(CFS) Total area = 11.800(Ac.)

++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
Process from Point/Station        5.000 to Point/Station        6.000
**** NATURAL CHANNEL TIME + SUBAREA FLOW ADDITION ****
______________________________________________________________________
Top of natural channel elevation =   1606.600(Ft.)
End of natural channel elevation =   1605.500(Ft.)
Length of natural channel  =   159.400(Ft.)
Estimated mean flow rate at midpoint of channel = 6.065(CFS)

Natural valley channel type used
L.A. County flood control district formula for channel velocity:
Velocity(ft/s) = (7 + 8(q(English Units)^.352)(slope^0.5)
Velocity using mean channel flow =   1.83(Ft/s)

Correction to map slope used on extremely rugged channels with
drops and waterfalls (Plate D-6.2)

Normal channel slope =  0.0069
Corrected/adjusted channel slope =  0.0069
Travel time =    1.45 min.     TC =   22.35  min.

 Adding area flow to channel
UNDEVELOPED (fair cover) subarea
Runoff Coefficient = 0.511
Decimal fraction soil group A = 0.000
Decimal fraction soil group B = 1.000
Decimal fraction soil group C = 0.000
Decimal fraction soil group D = 0.000
RI index for soil(AMC 2)  =  69.00
Pervious area fraction =  1.000; Impervious fraction =  0.000
Rainfall intensity = 0.787(In/Hr) for a 2.0 year storm
Subarea runoff = 1.006(CFS) for 2.500(Ac.)

 Total runoff = 6.490(CFS) Total area = 14.300(Ac.)

++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
Process from Point/Station        5.000 to Point/Station        6.000
**** CONFLUENCE OF MINOR STREAMS ****
______________________________________________________________________
Along Main Stream number: 1 in normal stream number 1
Stream flow area = 14.300(Ac.)
Runoff from this stream = 6.490(CFS)
Time of concentration =   22.35 min.
Rainfall intensity = 0.787(In/Hr)
Summary of stream data:

Stream   Flow rate TC Rainfall Intensity
 No. (CFS) (min) (In/Hr)

1 6.490 22.35 0.787
Largest stream flow has longer time of concentration
Qp = 6.490 + sum of
Qp = 6.490

Total of 1 streams to confluence:
Flow rates before confluence point:

6.490
Area of streams before confluence:

14.300
Results of confluence:
Total flow rate =      6.490(CFS)
Time of concentration =    22.348 min.
Effective stream area after confluence = 14.300(Ac.)
End of computations, total study area = 14.30 (Ac.)
The following figures may

 be used for a unit hydrograph study of the same area.

 Area averaged pervious area fraction(Ap) = 1.000
Area averaged RI index number =  69.0
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Riverside County Rational Hydrology Program

CIVILCADD/CIVILDESIGN Engineering Software,(c) 1989 - 2005 Version 7.1
Rational Hydrology Study        Date: 01/29/21  File:pr2.out 

------------------------------------------------------------------------
Tentative Tract 37558
Drainage Study
City of Hemet, County of RIverside
By Sikand Engineering Associates 
------------------------------------------------------------------------
 *********   Hydrology Study Control Information **********

 English (in-lb) Units used in input data file

------------------------------------------------------------------------

Program License Serial Number 6057

------------------------------------------------------------------------
Rational Method Hydrology Program based on
Riverside County Flood Control & Water Conservation District
1978 hydrology manual

Storm event (year) =    2.00 Antecedent Moisture Condition = 2

Standard intensity-duration curves data (Plate D-4.1)
For the [ Hemet ] area used.
10 year storm 10 minute intensity =  1.960(In/Hr)
10 year storm 60 minute intensity =  0.760(In/Hr)
100 year storm 10 minute intensity =  3.050(In/Hr)
100 year storm 60 minute intensity =  1.180(In/Hr)

Storm event year =   2.0
Calculated rainfall intensity data:
1 hour intensity =  0.466(In/Hr)
Slope of intensity duration curve = 0.5300

++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
Process from Point/Station        1.000 to Point/Station        2.000
**** INITIAL AREA EVALUATION ****
______________________________________________________________________
Initial area flow distance =   183.200(Ft.)
Top (of initial area) elevation =  1621.000(Ft.)
Bottom (of initial area) elevation =  1619.200(Ft.)
Difference in elevation =     1.800(Ft.)
Slope =    0.00983  s(percent)= 0.98
TC = k(0.390)*[(length^3)/(elevation change)]^0.2
Initial area time of concentration =    7.903 min.
Rainfall intensity =      1.366(In/Hr) for a     2.0 year storm
SINGLE FAMILY (1/4 Acre Lot)
Runoff Coefficient = 0.705
Decimal fraction soil group A = 0.000
Decimal fraction soil group B = 1.000
Decimal fraction soil group C = 0.000
Decimal fraction soil group D = 0.000
RI index for soil(AMC 2)  =  56.00
Pervious area fraction =  0.500; Impervious fraction =  0.500
Initial subarea runoff =      0.481(CFS)
Total initial stream area =        0.500(Ac.)
Pervious area fraction = 0.500

++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
Process from Point/Station        2.000 to Point/Station        3.000
**** STREET FLOW TRAVEL TIME + SUBAREA FLOW ADDITION ****
______________________________________________________________________
Top of street segment elevation =  1619.200(Ft.)
End of street segment elevation =  1617.100(Ft.)
Length of street segment  =   162.600(Ft.)
Height of curb above gutter flowline  =    6.0(In.)
Width of half street (curb to crown)  =  20.000(Ft.)
Distance from crown to crossfall grade break  =  18.000(Ft.)
Slope from gutter to grade break (v/hz) =   0.020
Slope from grade break to crown (v/hz)  =   0.020
Street flow is on [2] side(s) of the street 
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 Distance from curb to property line  =  10.000(Ft.)
 Slope from curb to property line (v/hz) =   0.020
 Gutter width =   2.000(Ft.)
 Gutter hike from flowline =  2.000(In.)
  Manning's N in gutter =  0.0150
  Manning's N from gutter to grade break =  0.0150
  Manning's N from grade break to crown =  0.0150
 Estimated mean flow rate at midpoint of street =      1.444(CFS)
 Depth of flow =   0.226(Ft.), Average velocity =   1.943(Ft/s)
 Streetflow hydraulics at midpoint of street travel:
 Halfstreet flow width =   4.948(Ft.)
 Flow velocity =   1.94(Ft/s)
 Travel time =    1.39 min.     TC =    9.30  min.
  Adding area flow to street
 SINGLE FAMILY (1/4 Acre Lot)                
 Runoff Coefficient = 0.695
 Decimal fraction soil group A = 0.000
 Decimal fraction soil group B = 1.000
 Decimal fraction soil group C = 0.000
 Decimal fraction soil group D = 0.000
 RI index for soil(AMC 2)  =  56.00
 Pervious area fraction =  0.500; Impervious fraction =  0.500
 Rainfall intensity =      1.253(In/Hr) for a     2.0 year storm
 Subarea runoff =      1.742(CFS) for      2.000(Ac.)
  Total runoff =      2.223(CFS) Total area =       2.500(Ac.)
 Street flow at end of street =      2.223(CFS)
 Half street flow at end of street =      1.112(CFS)
 Depth of flow =   0.254(Ft.), Average velocity =   2.094(Ft/s)
 Flow width (from curb towards crown)=   6.358(Ft.)

 ++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
 Process from Point/Station        3.000 to Point/Station        4.000
 **** STREET FLOW TRAVEL TIME + SUBAREA FLOW ADDITION ****
 ______________________________________________________________________
 Top of street segment elevation =  1617.100(Ft.)
 End of street segment elevation =  1613.700(Ft.)
 Length of street segment  =   253.200(Ft.)
 Height of curb above gutter flowline  =    6.0(In.)
 Width of half street (curb to crown)  =  20.000(Ft.)
 Distance from crown to crossfall grade break  =  18.000(Ft.)
 Slope from gutter to grade break (v/hz) =   0.020
 Slope from grade break to crown (v/hz)  =   0.020
 Street flow is on [2] side(s) of the street 
 Distance from curb to property line  =  10.000(Ft.)
 Slope from curb to property line (v/hz) =   0.020
 Gutter width =   2.000(Ft.)
 Gutter hike from flowline =  2.000(In.)
  Manning's N in gutter =  0.0150
  Manning's N from gutter to grade break =  0.0150
  Manning's N from grade break to crown =  0.0150
 Estimated mean flow rate at midpoint of street =      4.250(CFS)
 Depth of flow =   0.299(Ft.), Average velocity =   2.433(Ft/s)
 Streetflow hydraulics at midpoint of street travel:
 Halfstreet flow width =   8.640(Ft.)
 Flow velocity =   2.43(Ft/s)
 Travel time =    1.73 min.     TC =   11.03  min.
  Adding area flow to street
 SINGLE FAMILY (1/4 Acre Lot)                
 Runoff Coefficient = 0.685
 Decimal fraction soil group A = 0.000
 Decimal fraction soil group B = 1.000
 Decimal fraction soil group C = 0.000
 Decimal fraction soil group D = 0.000
 RI index for soil(AMC 2)  =  56.00
 Pervious area fraction =  0.500; Impervious fraction =  0.500
 Rainfall intensity =      1.144(In/Hr) for a     2.0 year storm
 Subarea runoff =      3.920(CFS) for      5.000(Ac.)
  Total runoff =      6.143(CFS) Total area =       7.500(Ac.)
 Street flow at end of street =      6.143(CFS)
 Half street flow at end of street =      3.071(CFS)
 Depth of flow =   0.330(Ft.), Average velocity =   2.644(Ft/s)
 Flow width (from curb towards crown)=  10.174(Ft.)

 ++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
 Process from Point/Station        4.000 to Point/Station        5.000
 **** STREET FLOW TRAVEL TIME + SUBAREA FLOW ADDITION ****
 ______________________________________________________________________
 Top of street segment elevation =  1613.700(Ft.)
 End of street segment elevation =  1608.800(Ft.)
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 Length of street segment  =   395.100(Ft.)
 Height of curb above gutter flowline  =    6.0(In.)
 Width of half street (curb to crown)  =  20.000(Ft.)
 Distance from crown to crossfall grade break  =  18.000(Ft.)
 Slope from gutter to grade break (v/hz) =   0.020
 Slope from grade break to crown (v/hz)  =   0.020
 Street flow is on [2] side(s) of the street 
 Distance from curb to property line  =  10.000(Ft.)
 Slope from curb to property line (v/hz) =   0.020
 Gutter width =   2.000(Ft.)
 Gutter hike from flowline =  2.000(In.)
  Manning's N in gutter =  0.0150
  Manning's N from gutter to grade break =  0.0150
  Manning's N from grade break to crown =  0.0150
 Estimated mean flow rate at midpoint of street =      7.665(CFS)
 Depth of flow =   0.354(Ft.), Average velocity =   2.699(Ft/s)
 Streetflow hydraulics at midpoint of street travel:
 Halfstreet flow width =  11.372(Ft.)
 Flow velocity =   2.70(Ft/s)
 Travel time =    2.44 min.     TC =   13.47  min.
  Adding area flow to street
 SINGLE FAMILY (1/4 Acre Lot)                
 Runoff Coefficient = 0.673
 Decimal fraction soil group A = 0.000
 Decimal fraction soil group B = 1.000
 Decimal fraction soil group C = 0.000
 Decimal fraction soil group D = 0.000
 RI index for soil(AMC 2)  =  56.00
 Pervious area fraction =  0.500; Impervious fraction =  0.500
 Rainfall intensity =      1.029(In/Hr) for a     2.0 year storm
 Subarea runoff =      2.910(CFS) for      4.200(Ac.)
  Total runoff =      9.053(CFS) Total area =      11.700(Ac.)
 Street flow at end of street =      9.053(CFS)
 Half street flow at end of street =      4.526(CFS)
 Depth of flow =   0.370(Ft.), Average velocity =   2.807(Ft/s)
 Flow width (from curb towards crown)=  12.191(Ft.)

 ++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
 Process from Point/Station        5.000 to Point/Station        6.000
 **** STREET FLOW TRAVEL TIME + SUBAREA FLOW ADDITION ****
 ______________________________________________________________________
 Top of street segment elevation =  1608.800(Ft.)
 End of street segment elevation =  1606.500(Ft.)
 Length of street segment  =   320.100(Ft.)
 Height of curb above gutter flowline  =    6.0(In.)
 Width of half street (curb to crown)  =  20.000(Ft.)
 Distance from crown to crossfall grade break  =  18.000(Ft.)
 Slope from gutter to grade break (v/hz) =   0.020
 Slope from grade break to crown (v/hz)  =   0.020
 Street flow is on [2] side(s) of the street 
 Distance from curb to property line  =  10.000(Ft.)
 Slope from curb to property line (v/hz) =   0.020
 Gutter width =   2.000(Ft.)
 Gutter hike from flowline =  2.000(In.)
  Manning's N in gutter =  0.0150
  Manning's N from gutter to grade break =  0.0150
  Manning's N from grade break to crown =  0.0150
 Estimated mean flow rate at midpoint of street =      9.719(CFS)
 Depth of flow =   0.407(Ft.), Average velocity =   2.318(Ft/s)
 Streetflow hydraulics at midpoint of street travel:
 Halfstreet flow width =  14.034(Ft.)
 Flow velocity =   2.32(Ft/s)
 Travel time =    2.30 min.     TC =   15.77  min.
  Adding area flow to street
 SINGLE FAMILY (1/4 Acre Lot)                
 Runoff Coefficient = 0.664
 Decimal fraction soil group A = 0.000
 Decimal fraction soil group B = 1.000
 Decimal fraction soil group C = 0.000
 Decimal fraction soil group D = 0.000
 RI index for soil(AMC 2)  =  56.00
 Pervious area fraction =  0.500; Impervious fraction =  0.500
 Rainfall intensity =      0.947(In/Hr) for a     2.0 year storm
 Subarea runoff =      1.194(CFS) for      1.900(Ac.)
  Total runoff =     10.247(CFS) Total area =      13.600(Ac.)
 Street flow at end of street =     10.247(CFS)
 Half street flow at end of street =      5.123(CFS)
 Depth of flow =   0.413(Ft.), Average velocity =   2.348(Ft/s)
 Flow width (from curb towards crown)=  14.337(Ft.)
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 ++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
 Process from Point/Station        6.000 to Point/Station        7.000
 **** PIPEFLOW TRAVEL TIME (User specified size) ****
 ______________________________________________________________________
 Upstream point/station elevation =  1603.500(Ft.)
 Downstream point/station elevation =  1600.000(Ft.)
 Pipe length  =   139.00(Ft.)   Manning's N = 0.013
 No. of pipes = 1  Required pipe flow  =    10.247(CFS)
 Given pipe size =     24.00(In.)
 Calculated individual pipe flow  =    10.247(CFS)
 Normal flow depth in pipe =    8.78(In.)
 Flow top width inside pipe =   23.12(In.)
 Critical Depth =   13.74(In.)
 Pipe flow velocity =      9.85(Ft/s)
 Travel time through pipe =    0.24 min.
 Time of concentration (TC) =    16.01 min.

 ++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
 Process from Point/Station        6.000 to Point/Station        7.000
 **** SUBAREA FLOW ADDITION ****
 ______________________________________________________________________
 UNDEVELOPED (good cover) subarea           
 Runoff Coefficient = 0.472
 Decimal fraction soil group A = 0.000
 Decimal fraction soil group B = 1.000
 Decimal fraction soil group C = 0.000
 Decimal fraction soil group D = 0.000
 RI index for soil(AMC 2)  =  61.00
 Pervious area fraction =  1.000; Impervious fraction =  0.000
 Time of concentration =    16.01 min.
 Rainfall intensity =      0.940(In/Hr) for a     2.0 year storm
 Subarea runoff =      0.222(CFS) for      0.500(Ac.)
  Total runoff =     10.469(CFS) Total area =      14.100(Ac.)

 ++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++++
 Process from Point/Station        6.000 to Point/Station        7.000
 **** CONFLUENCE OF MINOR STREAMS ****
 ______________________________________________________________________
 Along Main Stream number: 1 in normal stream number 1
 Stream flow area =     14.100(Ac.)
 Runoff from this stream =     10.469(CFS)
 Time of concentration =   16.01 min.
 Rainfall intensity =     0.940(In/Hr)
 Summary of stream data:

 Stream   Flow rate      TC            Rainfall Intensity
  No.       (CFS)       (min)                 (In/Hr)

 1       10.469     16.01                 0.940
 Largest stream flow has longer time of concentration
 Qp =     10.469 + sum of
 Qp =     10.469

 Total of 1 streams to confluence:
 Flow rates before confluence point:
       10.469
 Area of streams before confluence:
        14.100
 Results of confluence:
 Total flow rate =     10.469(CFS)
 Time of concentration =    16.008 min.
 Effective stream area after confluence =     14.100(Ac.)
 End of computations, total study area =           14.10 (Ac.)
  The following figures may
  be used for a unit hydrograph study of the same area.

  Area averaged pervious area fraction(Ap) = 0.518
 Area averaged RI index number =  56.2
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Appendix 8:  Source Control 
Pollutant Sources/Source Control Checklist 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

   How to use this worksheet (also see instructions in Section G of the WQMP Template): 
 
1. Review Column 1 and identify which of these potential sources of stormwater pollutants apply to your site. Check each box that applies.  

2. Review Column 2 and incorporate all of the corresponding applicable BMPs in your WQMP Exhibit.  

3. Review Columns 3 and 4 and incorporate all of the corresponding applicable permanent controls and operational BMPs in your WQMP. Use the 
format shown in Table G.1on page 23 of this WQMP Template. Describe your specific BMPs in an accompanying narrative, and explain any 
special conditions or situations that required omitting BMPs or substituting alternative BMPs for those shown here. 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 A. On-site storm drain 
inlets 

 Locations of inlets.  Mark all inlets with the words 
“Only Rain Down the Storm 
Drain” or similar. Catch Basin 
Markers may be available from the 
Riverside County Flood Control 
and Water Conservation District, 
call 951.955.1200 to verify. 


 


 

 

 
 
 
 



Maintain and periodically repaint or 
replace inlet markings. 

Provide stormwater pollution 
prevention information to new site 
owners, lessees, or operators. 

See applicable operational BMPs in 
Fact Sheet SC-44, “Drainage System 
Maintenance,” in the CASQA 
Stormwater Quality Handbooks at 
www.cabmphandbooks.com 

Include the following in lease 
agreements: “Tenant shall not allow 
anyone to discharge anything to storm 
drains or to store or deposit materials 
so as to create a potential discharge to 
storm drains.” 

 B. Interior floor drains 
and elevator shaft sump 
pumps 

   State that interior floor drains and 
elevator shaft sump pumps will be 
plumbed to sanitary sewer. 

 Inspect and maintain drains to prevent 
blockages and overflow. 

 C. Interior parking 
garages 

   State that parking garage floor 
drains will be plumbed to the 
sanitary sewer. 

 Inspect and maintain drains to prevent 
blockages and overflow. 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 D1. Need for future 
indoor & structural pest 
control 

   Note building design features that  
discourage entry of pests. 

 Provide Integrated Pest Management 
information to owners, lessees, and 
operators. 

 D2. Landscape/ 
Outdoor Pesticide Use 

 
 
 

 
 

 

Show locations of native trees or 
areas of shrubs and ground cover to 
be undisturbed and retained. 

Show self-retaining landscape 
areas, if any.  

Show stormwater treatment and 
hydrograph modification 
management BMPs. (See 
instructions in Chapter 3, Step 5 
and guidance in Chapter 5.) 

 

 
 


 
 


 
 
 
 
 


 
 
 


 

 

 

State that final landscape plans will 
accomplish all of the following. 

Preserve existing native trees, 
shrubs, and ground cover to the 
maximum extent possible. 

Design landscaping to minimize 
irrigation and runoff, to promote 
surface infiltration where 
appropriate, and to minimize the 
use of fertilizers and pesticides that 
can contribute to stormwater 
pollution.  

Where landscaped areas are used to 
retain or detain stormwater, specify 
plants that are tolerant of saturated 
soil conditions. 

Consider using pest-resistant 
plants, especially adjacent to 
hardscape.  

To insure successful establishment, 
select plants appropriate to site 
soils, slopes, climate, sun, wind, 
rain, land use, air movement, 
ecological consistency, and plant 
interactions. 

 

 

 
 
 
 
 



Maintain landscaping using minimum 
or no pesticides. 

See applicable operational BMPs in 
“What you should know 
for…..Landscape and Gardening” at 
http://rcflood.org/stormwater/Error! 
Hyperlink reference not valid. 

Provide IPM information to new 
owners, lessees and operators. 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 E. Pools, spas, ponds, 
decorative fountains, 
and other water 
features. 

 Show location of water feature and 
a sanitary sewer cleanout in an 
accessible area within 10 feet. 
(Exception: Public pools must be 
plumbed according to County 
Department of Environmental 
Health Guidelines.) 

 If the Co-Permittee requires pools 
to be plumbed to the sanitary 
sewer, place a note on the plans 
and state in the narrative that this 
connection will be made according 
to local requirements.  

 See applicable operational BMPs in  
“Guidelines for Maintaining Your 
Swimming Pool, Jacuzzi and Garden 
Fountain” at 
http://rcflood.org/stormwater/   

 F. Food service   
 
 
 
 
 

 

For restaurants, grocery stores, and 
other food service operations, show 
location (indoors or in a covered 
area outdoors) of a floor sink or 
other area for cleaning floor mats, 
containers, and equipment.  

On the drawing, show a note that 
this drain will be connected to a 
grease interceptor before 
discharging to the sanitary sewer.  

 

 
 

Describe the location and features 
of the designated cleaning area.  

Describe the items to be cleaned in 
this facility and how it has been 
sized to insure that the largest 
items can be accommodated. 

 

 See the brochure, “The Food Service 
Industry Best Management Practices for: 
Restaurants, Grocery Stores, 
Delicatessens and Bakeries” at 
http://rcflood.org/stormwater/  

Provide this brochure to new site 
owners, lessees, and operators. 

 G. Refuse areas  
 
 
 
 

 
 
 
 
 
 

 

Show where site refuse and 
recycled materials will be handled 
and stored for pickup. See local 
municipal requirements for sizes 
and other details of refuse areas. 

If dumpsters or other receptacles 
are outdoors, show how the 
designated area will be covered, 
graded, and paved to prevent run-
on and show locations of berms to 
prevent runoff from the area. 

Any drains from dumpsters, 
compactors, and tallow bin areas 
shall be connected to a grease 
removal device before discharge to 
sanitary sewer. 


 
 



State how site refuse will be 
handled and provide supporting 
detail to what is shown on plans. 

State that signs will be posted on or 
near dumpsters with the words “Do 
not dump hazardous materials 
here” or similar. 

 State how the following will be 
implemented: 

Provide adequate number of 
receptacles. Inspect receptacles 
regularly; repair or replace leaky 
receptacles. Keep receptacles covered. 
Prohibit/prevent dumping of liquid or 
hazardous wastes. Post “no hazardous 
materials” signs. Inspect and pick up 
litter daily and clean up spills 
immediately. Keep spill control 
materials available on-site. See Fact 
Sheet SC-34, “Waste Handling and 
Disposal” in the CASQA Stormwater 
Quality Handbooks at 
www.cabmphandbooks.com 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 H. Industrial processes.  Show process area.  If industrial processes are to be 
located on site, state: “All process 
activities to be performed indoors. 
No processes to drain to exterior or 
to storm drain system.” 

 See Fact Sheet SC-10, “Non-
Stormwater Discharges” in the 
CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 

See the brochure “Industrial & 
Commercial Facilities Best Management 
Practices for: Industrial, Commercial 
Facilities” at 
http://rcflood.org/stormwater/ 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 I. Outdoor storage of 
equipment or materials. 
(See rows J and K for 
source control 
measures for vehicle 
cleaning, repair, and 
maintenance.) 

 
 
 
 
 

 
 
 
 
 

 
 
 
 
 

 

Show any outdoor storage areas, 
including how materials will be 
covered. Show how areas will be 
graded and bermed to prevent run-
on or run-off from area.  

Storage of non-hazardous liquids 
shall be covered by a roof and/or 
drain to the sanitary sewer system, 
and be contained by berms, dikes, 
liners, or vaults.  

Storage of hazardous materials and 
wastes must be in compliance with 
the local hazardous materials 
ordinance and a Hazardous 
Materials Management Plan for the 
site.  

 Include a detailed description of 
materials to be stored, storage 
areas, and structural features to 
prevent pollutants from entering 
storm drains. 

Where appropriate, reference 
documentation of compliance with 
the requirements of Hazardous 
Materials Programs for: 

 Hazardous Waste Generation 

 Hazardous Materials Release 
Response and Inventory  

 California Accidental Release 
(CalARP)  

 Aboveground Storage Tank  

 Uniform Fire Code Article 80 
Section 103(b) & (c) 1991  

 Underground Storage Tank  

www.cchealth.org/groups/hazmat
/ 

  

 See the Fact Sheets SC-31, “Outdoor 
Liquid Container Storage” and SC-33, 
“Outdoor Storage of Raw Materials ” 
in the CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 J. Vehicle and 
Equipment Cleaning 

 Show on drawings as appropriate: 

(1) Commercial/industrial facilities 
having vehicle/equipment cleaning 
needs shall either provide a 
covered, bermed area for washing 
activities or discourage 
vehicle/equipment washing by 
removing hose bibs and installing 
signs prohibiting such uses.  

(2) Multi-dwelling complexes shall 
have a paved, bermed, and covered 
car wash area (unless car washing 
is prohibited on-site and hoses are 
provided with an automatic shut-
off to discourage such use). 

(3) Washing areas for cars, vehicles, 
and equipment shall be paved, 
designed to prevent run-on to or 
runoff from the area, and plumbed 
to drain to the sanitary sewer.  

(4) Commercial car wash facilities 
shall be designed such that no 
runoff from the facility is 
discharged to the storm drain 
system. Wastewater from the 
facility shall discharge to the 
sanitary sewer, or a wastewater 
reclamation system shall be 
installed.  

 If a car wash area is not provided, 
describe any measures taken to 
discourage on-site car washing and 
explain how these will be enforced. 

 
 

 

 
 
 

 

Describe operational measures to 
implement the following (if 
applicable): 

Washwater from vehicle and 
equipment washing operations shall 
not be discharged to the storm drain 
system. Refer to “Outdoor Cleaning 
Activities and Professional Mobile Service 
Providers” for many of the Potential 
Sources of Runoff Pollutants categories 
below.  Brochure can be found at 
http://rcflood.org/stormwater/ 

Car dealerships and similar may 
rinse cars with water only. 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 K. Vehicle/Equipment 
Repair and 
Maintenance 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

Accommodate all vehicle 
equipment repair and maintenance 
indoors. Or designate an outdoor 
work area and design the area to 
prevent run-on and runoff of 
stormwater.  

Show secondary containment for 
exterior work areas where motor 
oil, brake fluid, gasoline, diesel 
fuel, radiator fluid, acid-containing 
batteries or other hazardous 
materials or hazardous wastes are 
used or stored. Drains shall not be 
installed within the secondary 
containment areas. 

Add a note on the plans that states 
either (1) there are no floor drains, 
or (2) floor drains are connected to 
wastewater pretreatment systems 
prior to discharge to the sanitary 
sewer and an industrial waste 
discharge permit will be obtained.  


 
 
 


 
 
 
 
 



State that no vehicle repair or 
maintenance will be done outdoors, 
or else describe the required 
features of the outdoor work area. 

State that there are no floor drains 
or if there are floor drains, note the 
agency from which an industrial 
waste discharge permit will be 
obtained and that the design meets 
that agency’s requirements. 

State that there are no tanks, 
containers or sinks to be used for 
parts cleaning or rinsing or, if there 
are, note the agency from which an 
industrial waste discharge permit 
will be obtained and that the 
design meets that agency’s 
requirements. 

 
 
 


 
 
 
 


 
 
 
 
 
 
 
 
 



In the Stormwater Control Plan, note 
that all of the following restrictions 
apply to use the site: 

No person shall dispose of, nor permit 
the disposal, directly or indirectly of 
vehicle fluids, hazardous materials, or 
rinsewater from parts cleaning into 
storm drains. 

No vehicle fluid removal shall be 
performed outside a building, nor on 
asphalt or ground surfaces, whether 
inside or outside a building, except in 
such a manner as to ensure that any 
spilled fluid will be in an area of 
secondary containment. Leaking 
vehicle fluids shall be contained or 
drained from the vehicle immediately. 

No person shall leave unattended drip 
parts or other open containers 
containing vehicle fluid, unless such 
containers are in use or in an area of 
secondary containment.  

Refer to “Automotive Maintenance & Car 
Care Best Management Practices for Auto 
Body Shops, Auto Repair Shops, Car 
Dealerships, Gas Stations and Fleet 
Service Operations”.  Brochure can be 
found at http://rcflood.org/stormwater/ 
Refer to Outdoor Cleaning Activities and 
Professional Mobile Service Providers for 
many of the Potential Sources of     
Runoff Pollutants categories below.  
Brochure can be found at 
http://rcflood.org/stormwater/ 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 L. Fuel Dispensing 
Areas 

 
 
 
 
 
 
 
 
 
 

 

Fueling areas6 shall have 
impermeable floors (i.e., portland 
cement concrete or equivalent 
smooth impervious surface) that 
are: a) graded at the minimum 
slope necessary to prevent ponding; 
and b) separated from the rest of 
the site by a grade break that 
prevents run-on of stormwater to 
the maximum extent practicable.  

Fueling areas shall be covered by a 
canopy that extends a minimum of 
ten feet in each direction from each 
pump.  [Alternative: The fueling 
area must be covered and the 
cover’s minimum dimensions must 
be equal to or greater than the area 
within the grade break or fuel 
dispensing area1.]  The canopy [or 
cover] shall not drain onto the 
fueling area. 

  
 



The property owner shall dry sweep 
the fueling area routinely. 

See the Fact Sheet SD-30 , “Fueling 
Areas” in the CASQA Stormwater 
Quality Handbooks at 
www.cabmphandbooks.com 

                                                           
 

6 The fueling area shall be defined as the area extending a minimum of 6.5 feet from the corner of each fuel dispenser or the length at which the hose and nozzle assembly may be operated plus 
a minimum of one foot, whichever is greater. 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 M. Loading Docks  
 

 

 

 

 

 

 
 

 

 
 

 

 
 

 

Show a preliminary design for the 
loading dock area, including 
roofing and drainage. Loading 
docks shall be covered and/or 
graded to minimize run-on to and 
runoff from the loading area. Roof 
downspouts shall be positioned to 
direct stormwater away from the 
loading area. Water from loading 
dock areas shall be drained to the 
sanitary sewer, or diverted and 
collected for ultimate discharge to 
the sanitary sewer.  

Loading dock areas draining 
directly to the sanitary sewer shall 
be equipped with a spill control 
valve or equivalent device, which 
shall be kept closed during periods 
of operation. 

Provide a roof overhang over the 
loading area or install door skirts 
(cowling) at each bay that enclose 
the end of the trailer. 

  
 



Move loaded and unloaded items 
indoors as soon as possible. 

See Fact Sheet SC-30, “Outdoor 
Loading and Unloading,” in the 
CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 N. Fire Sprinkler Test 
Water 

   Provide a means to drain fire 
sprinkler test water to the sanitary 
sewer. 

 See the note in Fact Sheet SC-41, 
“Building and Grounds Maintenance,” 
in the CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 

 
 
 

 
 
 
 
 
 
 

O. Miscellaneous Drain 
or Wash Water or Other 
Sources 

Boiler drain lines 

Condensate drain lines 

Rooftop equipment 

Drainage sumps 

Roofing, gutters, and 
trim. 

Other sources 

  
 
 
 


 
 
 
 


 
 
 

 

 
 

 
 



Boiler drain lines shall be directly 
or indirectly connected to the 
sanitary sewer system and may not 
discharge to the storm drain 
system. 

Condensate drain lines may 
discharge to landscaped areas if the 
flow is small enough that runoff 
will not occur. Condensate drain 
lines may not discharge to the 
storm drain system. 

Rooftop equipment with potential 
to produce pollutants shall be 
roofed and/or have secondary 
containment. 

Any drainage sumps on-site shall 
feature a sediment sump to reduce 
the quantity of sediment in 
pumped water. 

Avoid roofing, gutters, and trim 
made of copper or other 
unprotected metals that may leach 
into runoff. 

Include controls for other sources 
as specified by local reviewer. 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 P. Plazas, sidewalks, 
and parking lots. 

     Sweep plazas, sidewalks, and parking 
lots regularly to prevent accumulation 
of litter and debris. Collect debris from 
pressure washing to prevent entry into 
the storm drain system. Collect 
washwater containing any cleaning 
agent or degreaser and discharge to 
the sanitary sewer not to a storm drain.  
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Appendix 9:  O&M 
Operation and Maintenance Plan and Documentation of Finance, Maintenance and Recording Mechanisms 
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NOTE: The proposed Infiltration Basin BMP will be maintained by the HOA. The O&M Plan and 

Documentation will be provided on the Final WQMP. The page below is a sample inspection 

checklist that will be part of the implementation. 
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[EXAMPLE] 
Infiltration Basin Maintenance Plan  

INFILTRATION BASIN INFORMATION 
Infiltration basins are designed to remove pollutants from stormwater runoff and reduce 
runoff volume through infiltration. Maintenance is required and is extremely important.  
Sediment and debris must be removed regularly to maintain correct function.  

This document serves as guidance to developing an inspection and maintenance plan.   

SITE LOCATION: _____________________________________________________________________ 
  Physical address of infiltration basin 

INFILTRATION BASIN INSPECTION/MAINTENANCE 
The CURRENT OWNER or their designee is responsible for completing inspections and 
conducting maintenance.   

WHEN WILL THE INFILTRATION BASIN BE INSPECTED AND MAINTAINED? 
At a minimum, Infiltration Basins must be inspected in the spring and fall of each year. 
Personnel should be aware of the maintenance plan. It is recommended to consult 
with the designer and builder to understand the inspection and maintenance 
needs. 

MAINTENANCE PLAN INFORMATION 
This Maintenance Plan for the location listed above is submitted by the CURRENT  
 

OWNER on _______________________ to comply with the City’s Land Development Code 
Requirements. Inspection and maintenance records are required to be kept on file for five 
(5) years and submitted to the City as requested. This plan will be attached to the required
recorded maintenance agreement.

INSPECTION & MAINTENANCE CHECKLIST (must be completed in the Spring & Fall): 
Clean basin. Remove any sediment, trash and debris.  

Remove any dead vegetation, trim live vegetation if needed and remove weeds. 

Inspect and clean pre-treatment area(s) (e.g. forebay, sump, filter strip, rock). 

Repair inlet erosion/damage. Inspect bottom of the basin and remove any sediment. 

Loosen, aerate or replace soils to ensure water infiltrates – must infiltrate within 48 hours. 

Paved surfaces draining to basin swept and kept free of sediment and debris. 

Wood mulch replaced or added to keep 3” depth. (Include if applicable). 

Replace dead plants/vegetation. Manage native vegetation (if applicable) through 
mowing, spot spraying for weeds and/or prescribed burning. Water as needed. 

Erosion will be repaired. 

 Photos taken. 

 Other: 
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Appendix 10:  Educational Materials
BMP Fact Sheets, Maintenance Guidelines and Other End‐User BMP Information 
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3.1  INFILTRATION BASIN 

Description 

An  Infiltration  Basin  is  a  flat  earthen  basin 
designed  to capture  the design capture volume, 
VBMP.  The  stormwater  infiltrates  through  the 
bottom of the basin into the underlying soil over 
a  72  hour  drawdown  period.  Flows  exceeding 
VBMP  must  discharge  to  a  downstream 
conveyance  system.  Trash  and  sediment 
accumulate  within  the  forebay  as  stormwater 
passes  into  the  basin.    Infiltration  basins  are 
highly  effective  in  removing  all  targeted 
pollutants from stormwater runoff.  

See Appendix A, and Appendix C, Section 1 of Basin Guidelines, for additional requirements. 

Siting Considerations 
The use of infiltration basins may be restricted by concerns over ground water contamination, 
soil permeability, and clogging at the site. See the applicable WQMP for any specific feasibility 
considerations for using  infiltration BMPs. Where this BMP  is being used, the soil beneath the 
basin must  be  thoroughly  evaluated  in  a  geotechnical  report  since  the  underlying  soils  are 
critical to the basin’s long term performance. To protect the basin from erosion, the sides and 
bottom of the basin must be vegetated, preferably with native or low water use plant species. 

In addition, these basins may not be appropriate for the following site conditions:  

 Industrial sites or locations where spills of toxic materials may occur

 Sites with very low soil infiltration rates

 Sites with   high groundwater tables or excessively high soil  infiltration rates, where
pollutants can affect ground water quality

 Sites with unstabilized soil or construction activity upstream

 On steeply sloping terrain

 Infiltration  basins  located  in  a  fill  condition  should  refer  to  Appendix  A  of  this
Handbook for details on special requirements/restrictions

Type of BMP  LID ‐ Infiltration

Treatment Mechanisms  Infiltration, Evapotranspiration (when vegetated), Evaporation, and 
Sedimentation 

Maximum Treatment Area  50 acres

Other Names  Bioinfiltration Basin

Figure 1 – Infiltration Basin 
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Setbacks  

Always  consult  your  geotechnical  engineer  for  site  specific  recommendations  regarding 
setbacks  for  infiltration  trenches.    Recommended  setbacks  are  needed  to  protect  buildings, 
existing trees, walls, onsite or nearby wells, streams, and tanks.  Setbacks should be considered 
early in the design process since they can affect where infiltration facilities may be placed and 
how  deep  they  are  allowed  to  be.    For  instance,  depth  setbacks  can  dictate  fairly  shallow 
facilities  that will have a  larger  footprint  and,  in  some  cases, may make  an  infiltration basin 
infeasible.  In that instance, another BMP must be selected.  

Infiltration basins typically must be set back: 

 10 feet from the historic high groundwater (measured vertically from the bottom of the
basin, as shown in Figure 2)

 5 feet from bedrock or impermeable surface layer (measured vertically from the bottom
of the basin, as shown in Figure 2)

 From all existing mature tree drip lines as indicated in Figure 2 (to protect their root
structure)

 100 feet horizontally from wells, tanks or springs

Setbacks  to walls  and  foundations must  be  included  as  part  of  the Geotechnical Report. All 
other  setbacks  shall  be  in  accordance  with  applicable  standards  of  the  District’s  Basin 
Guidelines (Appendix C). 

Figure 2 – Setback Requirements 
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Forebay 

A concrete forebay shall be provided to reduce sediment clogging and to reduce erosion.  The 
forebay shall have a design volume of at  least 0.5% VBMP and a minimum 1 foot high concrete 
splashwall / berm.   Full height notch‐type weir(s), offset  from the  line of  flow  from the basin 
inlet  to prevent short circuiting, shall be used  to outlet  the  forebay.    It  is recommended  that 
two weirs be used and that they be located on opposite sides of the forebay (see Figure 2).  

Overflow 

Flows exceeding VBMP must discharge to an acceptable downstream conveyance system. Where 
an adequate outlet  is present, an overflow structure may be used. Where an embankment  is 
present, an emergency spillway may be used instead. Overflows must be placed just above the 
design water surface for VBMP and be near the outlet of the system. The overflow structure shall 
be  similar  to  the District’s  Standard Drawing CB 110. Additional details may be  found  in  the 
District’s Basin Guidelines (Appendix C). 

Figure 3 – Infiltration Basin 
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Landscaping Requirements  
Basin  vegetation  provides  erosion  protection,  improves  sediment  removal  and  assists  in 
allowing  infiltration  to occur.   The basin  surface and  side  slopes  shall be planted with native 
grasses.  Proper landscape management is also required to ensure that the vegetation does not 
contribute to water pollution through pesticides, herbicides, or fertilizers.  Landscaping shall be 
in  accordance  with  County  of  Riverside  Ordinance  859  and  the  District’s  Basin  Guidelines 
(Appendix C), or other guidelines issued by the Engineering Authority. 

Maintenance  
Normal maintenance of an  infiltration basin  includes  the maintenance of  landscaping, debris 
and  trash  removal  from  the  surface  of  the  basin,  and  tending  to  problems  associated with 
standing water  (vectors, odors, etc.). Significant ponding, especially more than 72 hours after 
an event, may  indicate that  the basin surface  is no  longer providing sufficient  infiltration and 
requires aeration. See the District’s Basin Guidelines (Appendix C) for additional requirements 
(i.e., fencing, maintenance access, etc.). 

Table 1 ‐ Inspection and Maintenance 

Schedule  Inspection and Maintenance Activity 

Ongoing including just 
before annual storm 
seasons and following 
rainfall events. 

 Maintain vegetation as needed. Use of fertilizers, pesticides and herbicides should
be strenuously avoided to ensure they don’t contribute to water pollution. If
appropriate native plant selections and other IPM methods are used, such products
shouldn’t be needed. If such projects are used,

o Products shall be applied in accordance with their labeling, especially
in relation to application to water, and in areas subjected to flooding.

o Fertilizers should not be applied within 15 days before, after, or
during the rain season.

 Remove debris and litter from the entire basin to minimize clogging and improve
aesthetics.

 Check for obvious problems and repair as needed. Address odor, insects, and
overgrowth issues associated with stagnant or standing water in the basin bottom.
There should be no long‐term ponding water.

 Check for erosion and sediment laden areas in the basin. Repair as needed. Clean
forebay if needed.

 Revegetate side slopes where needed.

Annually. If possible, 
schedule these inspections 
within 72 hours after a 
significant rainfall. 

 Inspection of hydraulic and structural facilities. Examine the inlet for blockage, the
embankment and spillway integrity, as well as damage to any structural element.

 Check for erosion, slumping and overgrowth. Repair as needed.
 Check basin depth for sediment build up and reduced total capacity. Scrape bottom

as needed and remove sediment. Restore to original cross‐section and infiltration 
rate. Replant basin vegetation. 

 Verify the basin bottom is allowing acceptable infiltration. Use a disc or other
method to aerate basin bottom only if there is actual significant loss of infiltrative
capacity, rather than on a routine basis1.

 No water should be present 72 hours after an event. No long term standing water
should be present at all. No algae formation should be visible.  Correct problem as
needed.

1. CA Stormwater BMP Handbook for New Development and Significant Redevelopment
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Table 2 ‐ Design and Sizing Criteria for Infiltration Basins 

Note:  The  information  contained  in  this  BMP  Factsheet  is  intended  to  be  a  summary  of  design 

considerations and requirements.  Additional information which applies to all detention basins may 

be  found  in  the District’s Basin Guidelines  (Appendix C).    In addition,  information herein may be 

superseded by other guidelines issued by the co‐permittee.   

INFILTRATION BASIN SIZING PROCEDURE 

1. Find the Design Volume, VBMP.

a) Enter the Tributary Area, AT.

b) Enter the Design Volume, VBMP, determined from Section 2.1 of this Handbook.
2. Determine the Maximum Depth.

a) Enter  the  infiltration  rate.    The  infiltration  rate  shall  be  established  as  described  in
Appendix A: “Infiltration Testing”.

b) Enter the design Factor of Safety from Table 1 in Appendix A: “Infiltration Testing”.
c) The spreadsheet will determine D1, the maximum allowable depth of the basin based on

the infiltration rate along with the maximum drawdown time (72 hours) and the Factor
of Safety.

    D1 =   [(t) x (I)] / 12s 

Where   I = site infiltration rate (in/hr) 
s = safety factor 
t = drawdown time (maximum 72 hours) 

Design Parameter  Infiltration Basin 
Design Volume  VBMP 
Forebay Volume  0.5% VBMP 
Drawdown time (maximum)  72 hours 
Maximum tributary area  50 acres 2 

Minimum infiltration rate 

Must be sufficient to drain the basin within the 
required Drawdown time over the life of the BMP. 
The WQMP may include specific requirements for 

minimum tested infiltration rates. 
Maximum Depth  5 feet 
Spillway erosion control  Energy dissipators to reduce velocities1

Basin Slope  0% 
Freeboard (minimum)  1 foot 1 
Historic High Groundwater Setback (max)  10 feet 
Bedrock/impermeable layer setback (max)  5 feet 
Tree setbacks  Mature tree drip line must not overhang the basin 
Set back from wells, tanks or springs  100 feet 
Set back from foundations  As recommended in Geotechnical Report 
1. Ventura County’s Technical Guidance Manual for Stormwater Quality Control Measures
2. CA Stormwater BMP Handbook for New Development and Significant Redevelopment
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d) Enter the depth of freeboard. 
e) Enter  the depth  to  the historic high groundwater  level measured  from  the  top of  the 

basin. 
f) Enter the depth to the top of bedrock or other  impermeable  layer measured from the 

finished grade. 
g) The spreadsheet will determine D2, the total basin depth (including freeboard,  if used) 

of  the basin, based on  restrictions  to  the depth by groundwater and an  impermeable 
layer.   

      D2 = Depth to groundwater – (10 + freeboard) (ft);    
        or 
      D2 = Depth to impermeable layer – (5 + freeboard) (ft) 

Whichever is least. 
 

h) The spreadsheet will determine the maximum allowable effective depth of basin, DMAX, 
based on the smallest value between D1 and D2. DMAX  is the maximum depth of water 
only and does not include freeboard. DMAX shall not exceed 5 feet. 

 
3. Basin Geometry 
 

a) Enter the basin side slopes, z (no steeper than 4:1). 
b) Enter the proposed basin depth, dB excluding freeboard. 
c) The spreadsheet will determine the minimum required surface area of the basin:  

 
      As = VBMP / dB 
 

Where    As    = minimum area required (ft2) 
                    VBMP = volume of the infiltration basin (ft3) 
               dB= proposed depth not to exceed maximum allowable depth, DMAX (ft)   
 

d) Enter the proposed bottom surface area. This area shall not be  less than the minimum 
required surface area. 

 
4. Forebay  

A concrete forebay with a design volume of at  least 0.5% VBMP and a minimum 1 foot high 
concrete splashwall shall be provided.  Full‐height rectangular weir(s) shall be used to outlet 
the  forebay.    The weir(s) must be offset  from  the  line of  flow  from  the basin  inlet.  It  is 
recommended  that  two weirs be used and  that  they be  located on opposite  sides of  the 
forebay (see Figure 2).  

 
a) The spreadsheet will determine the minimum required forebay volume based on 0.5% 

VBMP.   
b) Enter the proposed depth of the forebay berm/splashwall (1foot minimum).   
c) The spreadsheet will determine the minimum required forebay surface area. 
d) Enter the width of rectangular weir to be used (minimum 1.5 inches). Weir width should 

be established based on a 5 minute drawdown time. 
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Company Name: Date:
Designed by: County/City Case No.:

AT = acres

  b) Enter VBMP determined from Section 2.1 of this Handbook VBMP= ft3

I = in/hr

FS =

D1 = D1 = ft

ft

  e) Enter depth to historic high ground water (measured from top of basin) ft

ft

D2 =  ft

DMAX = ft

z = :1

dB = ft

AS =  ft2

AD = ft2

Volume = ft3

Depth = ft

Area = ft2

in 
Notes: 

   b) Proposed  basin depth (excluding freeboard)

Forebay

 c) Forebay surface area (minimum)

Width (W) =

 b) Forebay depth (height of berm/splashwall. 1 foot min.)  

 a) Forebay volume (minimum 0.5% VBMP)

 d) Full height notch-type weir  

  d) Proposed Design Surface Area

  c) Minimum bottom surface area of basin (AS= VBMP/dB)

Calculated Cells
Infiltration Basin  - Design Procedure                                                   

(Rev. 03-2012)
BMP ID Legend: Required Entries

  h) DMAX is the smaller value of D1 and D2 but shall not exceed 5 feet

Design Volume

  a) Basin side slopes (no steeper than 4:1)  

Maximum Depth 

  a) Infiltration rate

  b) Factor of Safety (See Table 1, Appendix A: "Infiltration Testing"
       from this BMP Handbook)

  c) Calculate D1

Basin Geometry

  f) Enter depth to top of bedrock or impermeable layer (measured from top of basin)

I (in/hr) x  72 hrs
12 (in/ft)  x FS

Depth to groundwater - (10 ft + freeboard)  and
Depth to impermeable layer - (5 ft + freeboard)

  a) Tributary area (BMP subarea)  

  g) D2 is the smaller of:

  d) Enter the depth of freeboard (at least 1 ft)
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Description 
Each project site possesses unique topographic, hydrologic, and vegetative features, some of 
which are more suitable for development than others.  Integrating and incorporating 
appropriate landscape planning methodologies into the project design is the most effective 
action that can be done to minimize surface and groundwater contamination from stormwater. 

Approach 
Landscape planning should couple consideration of land suitability for urban uses with 
consideration of community goals and projected growth.  Project plan designs should conserve 
natural areas to the extent possible, maximize natural water storage and infiltration 
opportunities, and protect slopes and channels. 

Suitable Applications 
Appropriate applications include residential, commercial and industrial areas planned for 
development or redevelopment. 

Design Considerations 
Design requirements for site design and landscapes planning 
should conform to applicable standards and specifications of 
agencies with jurisdiction and be consistent with applicable 
General Plan and Local Area Plan policies. 

Design Objectives 

 Maximize Infiltration 

 Provide Retention 

 Slow Runoff 

 Minimize Impervious Land 
Coverage 

 Prohibit Dumping of Improper 
Materials 

 Contain Pollutants 

 Collect and Convey 
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Designing New Installations 
Begin the development of a plan for the landscape unit with attention to the following general 
principles: 

 Formulate the plan on the basis of clearly articulated community goals.  Carefully identify 
conflicts and choices between retaining and protecting desired resources and community 
growth. 

 Map and assess land suitability for urban uses.  Include the following landscape features in 
the assessment:  wooded land, open unwooded land, steep slopes, erosion-prone soils, 
foundation suitability, soil suitability for waste disposal, aquifers, aquifer recharge areas, 
wetlands, floodplains, surface waters, agricultural lands, and various categories of urban 
land use.  When appropriate, the assessment can highlight outstanding local or regional 
resources that the community determines should be protected (e.g., a scenic area, 
recreational area, threatened species habitat, farmland, fish run).  Mapping and assessment 
should recognize not only these resources but also additional areas needed for their 
sustenance. 

Project plan designs should conserve natural areas to the extent possible, maximize natural 
water storage and infiltration opportunities, and protect slopes and channels. 

Conserve Natural Areas during Landscape Planning 

If applicable, the following items are required and must be implemented in the site layout 
during the subdivision design and approval process, consistent with applicable General Plan and 
Local Area Plan policies: 

 Cluster development on least-sensitive portions of a site while leaving the remaining land in 
a natural undisturbed condition. 

 Limit clearing and grading of native vegetation at a site to the minimum amount needed to 
build lots, allow access, and provide fire protection. 

 Maximize trees and other vegetation at each site by planting additional vegetation, clustering 
tree areas, and promoting the use of native and/or drought tolerant plants. 

 Promote natural vegetation by using parking lot islands and other landscaped areas. 

 Preserve riparian areas and wetlands. 

Maximize Natural Water Storage and Infiltration Opportunities Within the Landscape Unit 

 Promote the conservation of forest cover.  Building on land that is already deforested affects 
basin hydrology to a lesser extent than converting forested land.  Loss of forest cover reduces 
interception storage, detention in the organic forest floor layer, and water losses by 
evapotranspiration, resulting in large peak runoff increases and either their negative effects 
or the expense of countering them with structural solutions. 

 Maintain natural storage reservoirs and drainage corridors, including depressions, areas of 
permeable soils, swales, and intermittent streams.  Develop and implement policies and 
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regulations to discourage the clearing, filling, and channelization of these features.  Utilize 
them in drainage networks in preference to pipes, culverts, and engineered ditches. 

 Evaluating infiltration opportunities by referring to the stormwater management manual for 
the jurisdiction and pay particular attention to the selection criteria for avoiding 
groundwater contamination, poor soils, and hydrogeological conditions that cause these 
facilities to fail.  If necessary, locate developments with large amounts of impervious 
surfaces or a potential to produce relatively contaminated runoff away from groundwater 
recharge areas. 

Protection of Slopes and Channels during Landscape Design 

 Convey runoff safely from the tops of slopes. 

 Avoid disturbing steep or unstable slopes. 

 Avoid disturbing natural channels. 

 Stabilize disturbed slopes as quickly as possible. 

 Vegetate slopes with native or drought tolerant vegetation. 

 Control and treat flows in landscaping and/or other controls prior to reaching existing 
natural drainage systems. 

 Stabilize temporary and permanent channel crossings as quickly as possible, and ensure that 
increases in run-off velocity and frequency caused by the project do not erode the channel. 

 Install energy dissipaters, such as riprap, at the outlets of new storm drains, culverts, 
conduits, or channels that enter unlined channels in accordance with applicable 
specifications to minimize erosion.  Energy dissipaters shall be installed in such a way as to 
minimize impacts to receiving waters. 

 Line on-site conveyance channels where appropriate, to reduce erosion caused by increased 
flow velocity due to increases in tributary impervious area.  The first choice for linings 
should be grass or some other vegetative surface, since these materials not only reduce 
runoff velocities, but also provide water quality benefits from filtration and infiltration.  If 
velocities in the channel are high enough to erode grass or other vegetative linings, riprap, 
concrete, soil cement, or geo-grid stabilization are other alternatives. 

 Consider other design principles that are comparable and equally effective. 

Redeveloping Existing Installations 
Various jurisdictional stormwater management and mitigation plans (SUSMP, WQMP, etc.) 
define “redevelopment” in terms of amounts of additional impervious area, increases in gross 
floor area and/or exterior construction, and land disturbing activities with structural or 
impervious surfaces.   The definition of “ redevelopment” must be consulted to determine 
whether or not the requirements for new development apply to areas intended for 
redevelopment.  If the definition applies, the steps outlined under “designing new installations” 
above should be followed. 
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Redevelopment may present significant opportunity to add features which had not previously 
been implemented.  Examples include incorporation of depressions, areas of permeable soils, 
and swales in newly redeveloped areas.  While some site constraints may exist due to the status 
of already existing infrastructure, opportunities should not be missed to maximize infiltration, 
slow runoff, reduce impervious areas, disconnect directly connected impervious areas.  

Other Resources 
A Manual for the Standard Urban Stormwater Mitigation Plan (SUSMP), Los Angeles County 
Department of Public Works, May 2002. 

Stormwater Management Manual for Western Washington, Washington State Department of 
Ecology, August 2001. 

Model Standard Urban Storm Water Mitigation Plan (SUSMP) for San Diego County, Port of 
San Diego, and Cities in San Diego County, February 14, 2002. 

Model Water Quality Management Plan (WQMP) for County of Orange, Orange County Flood 
Control District, and the Incorporated Cities of Orange County, Draft February 2003. 

Ventura Countywide Technical Guidance Manual for Stormwater Quality Control Measures, 
July 2002. 
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Description 
Various roof runoff controls are available to address stormwater 
that drains off rooftops.  The objective is to reduce the total volume and rate of runoff from 
individual lots, and retain the pollutants on site that may be picked up from roofing materials 
and atmospheric deposition.  Roof runoff controls consist of directing the roof runoff away from 
paved areas and mitigating flow to the storm drain system through one of several general 
approaches:  cisterns or rain barrels; dry wells or infiltration trenches; pop-up emitters, and 
foundation planting.   The first three approaches require the roof runoff to be contained in a 
gutter and downspout system.  Foundation planting provides a vegetated strip under the drip 
line of the roof.   

Approach 
Design of individual lots for single-family homes as well as lots for higher density residential and 
commercial structures should consider site design provisions for containing and infiltrating roof 
runoff or directing roof runoff to vegetative swales or buffer areas.  Retained water can be reused 
for watering gardens, lawns, and trees.  Benefits to the environment include reduced demand for 
potable water used for irrigation, improved stormwater quality, increased groundwater 
recharge, decreased runoff volume and peak flows, and decreased flooding potential. 

Suitable Applications 
Appropriate applications include residential, commercial and industrial areas planned for 
development or redevelopment. 

Design Considerations 
Designing New Installations 
Cisterns or Rain Barrels 

One method of addressing roof runoff is to direct roof downspouts 
to cisterns or rain barrels.  A cistern is an above ground storage 
vessel with either a manually operated valve or a permanently 
open outlet.  Roof runoff is temporarily stored and then released 
for irrigation or infiltration between storms.  The number of rain 

Design Objectives 

 Maximize Infiltration 

 Provide Retention 

 Slow Runoff 

 Minimize Impervious Land 
Coverage 

 Prohibit Dumping of Improper 
Materials 

 Contain Pollutants 

 Collect and Convey 
 

 Rain Garden
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barrels needed is a function of the rooftop area.  Some low impact developers recommend that 
every house have at least 2 rain barrels, with a minimum storage capacity of 1000 liters.   Roof 
barrels serve several purposes including mitigating the first flush from the roof which has a high 
volume, amount of contaminants, and thermal load.  Several types of rain barrels are 
commercially available.  Consideration must be given to selecting rain barrels that are vector 
proof and childproof.  In addition, some barrels are designed with a bypass valve that filters out 
grit and other contaminants and routes overflow to a soak-away pit or rain garden. 

If the cistern has an operable valve, the valve can be closed to store stormwater for irrigation or 
infiltration between storms.  This system requires continual monitoring by the resident or 
grounds crews, but provides greater flexibility in water storage and metering.  If a cistern is 
provided with an operable valve and water is stored inside for long periods, the cistern must be 
covered to prevent mosquitoes from breeding.   

A cistern system with a permanently open outlet can also provide for metering stormwater 
runoff.  If the cistern outlet is significantly smaller than the size of the downspout inlet (say ¼ to 
½ inch diameter), runoff will build up inside the cistern during storms, and will empty out 
slowly after peak intensities subside.  This is a feasible way to mitigate the peak flow increases 
caused by rooftop impervious land coverage, especially for the frequent, small storms. 

Dry wells and Infiltration Trenches 

Roof downspouts can be directed to dry wells or infiltration trenches.  A dry well is constructed 
by excavating a hole in the ground and filling it with an open graded aggregate, and allowing the 
water to fill the dry well and infiltrate after the storm event.  An underground connection from 
the downspout conveys water into the dry well, allowing it to be stored in the voids.  To 
minimize sedimentation from lateral soil movement, the sides and top of the stone storage 
matrix can be wrapped in a permeable filter fabric, though the bottom may remain open.  A 
perforated observation pipe can be inserted vertically into the dry well to allow for inspection 
and maintenance. 

In practice, dry wells receiving runoff from single roof downspouts have been successful over 
long periods because they contain very little sediment.  They must be sized according to the 
amount of rooftop runoff received, but are typically 4 to 5 feet square, and 2 to 3 feet deep, with 
a minimum of 1-foot soil cover over the top (maximum depth of 10 feet). 

To protect the foundation, dry wells must be set away from the building at least 10 feet.  They 
must be installed in solids that accommodate infiltration.  In poorly drained soils, dry wells have 
very limited feasibility. 

Infiltration trenches function in a similar manner and would be particularly effective for larger 
roof areas.  An infiltration trench is a long, narrow, rock-filled trench with no outlet that receives 
stormwater runoff.  These are described under Treatment Controls. 

Pop-up Drainage Emitter 

Roof downspouts can be directed to an underground pipe that daylights some distance from the 
building foundation, releasing the roof runoff through a pop-up emitter.  Similar to a pop-up 
irrigation head, the emitter only opens when there is flow from the roof.  The emitter remains 
flush to the ground during dry periods, for ease of lawn or landscape maintenance. 
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Foundation Planting 

Landscape planting can be provided around the base to allow increased opportunities for 
stormwater infiltration and protect the soil from erosion caused by concentrated sheet flow 
coming off the roof.  Foundation plantings can reduce the physical impact of water on the soil 
and provide a subsurface matrix of roots that encourage infiltration.  These plantings must be 
sturdy enough to tolerate the heavy runoff sheet flows, and periodic soil saturation. 

Redeveloping Existing Installations 
Various jurisdictional stormwater management and mitigation plans (SUSMP, WQMP, etc.) 
define “redevelopment” in terms of amounts of additional impervious area, increases in gross 
floor area and/or exterior construction, and land disturbing activities with structural or 
impervious surfaces.   The definition of “ redevelopment” must be consulted to determine 
whether or not the requirements for new development apply to areas intended for 
redevelopment.  If the definition applies, the steps outlined under “designing new installations” 
above should be followed. 

Supplemental Information  
Examples 

 City of Ottawa’s Water Links Surface –Water Quality Protection Program 

 City of Toronto Downspout Disconnection Program 

 City of Boston, MA, Rain Barrel Demonstration Program 

Other Resources 
Hager, Marty Catherine, Stormwater, “Low-Impact Development”, January/February 2003.  
www.stormh2o.com 

Low Impact Urban Design Tools, Low Impact Development Design Center, Beltsville, MD.  
www.lid-stormwater.net 

Start at the Source, Bay Area Stormwater Management Agencies Association, 1999 Edition 
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Description 
Waste materials dumped into storm drain inlets can have severe impacts on receiving and 
ground waters.  Posting notices regarding discharge prohibitions at storm drain inlets can 
prevent waste dumping.  Storm drain signs and stencils are highly visible source controls that 
are typically placed directly adjacent to storm drain inlets. 

Approach 
The stencil or affixed sign contains a brief statement that prohibits dumping of improper 
materials into the urban runoff conveyance system.  Storm drain messages have become a 
popular method of alerting the public about the effects of and the prohibitions against waste 
disposal. 

Suitable Applications 
Stencils and signs alert the public to the destination of pollutants discharged to the storm drain.  
Signs are appropriate in residential, commercial, and industrial areas, as well as any other area 
where contributions or dumping to storm drains is likely. 

Design Considerations 
Storm drain message markers or placards are recommended at all storm drain inlets within the 
boundary of a development project.  The marker should be placed in clear sight facing toward 
anyone approaching the inlet from either side.  All storm drain inlet locations should be 
identified on the development site map. 

Designing New Installations 
The following methods should be considered for inclusion in the 
project design and show on project plans: 

 Provide stenciling or labeling of all storm drain inlets and 
catch basins, constructed or modified, within the project area 
with prohibitive language.  Examples include “NO DUMPING 

Design Objectives 

 Maximize Infiltration 

 Provide Retention 

 Slow Runoff 

 Minimize Impervious Land 
Coverage 

 Prohibit Dumping of Improper 
Materials 

 Contain Pollutants 

 Collect and Convey 
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– DRAINS TO OCEAN” and/or other graphical icons to discourage illegal dumping.   

 Post signs with prohibitive language and/or graphical icons, which prohibit illegal dumping 
at public access points along channels and creeks within the project area.   

Note - Some local agencies have approved specific signage and/or storm drain message placards 
for use.  Consult local agency stormwater staff to determine specific requirements for placard 
types and methods of application. 

Redeveloping Existing Installations 
Various jurisdictional stormwater management and mitigation plans (SUSMP, WQMP, etc.) 
define “redevelopment” in terms of amounts of additional impervious area, increases in gross 
floor area and/or exterior construction, and land disturbing activities with structural or 
impervious surfaces.   If the project meets the definition of “redevelopment”, then the 
requirements stated under “ designing new installations” above should be included in all project 
design plans.  

Additional Information 
Maintenance Considerations 

 Legibility of markers and signs should be maintained.  If required by the agency with 
jurisdiction over the project, the owner/operator or homeowner’s association should enter 
into a maintenance agreement with the agency or record a deed restriction upon the 
property title to maintain the legibility of placards or signs. 

Placement 
 Signage on top of curbs tends to weather and fade. 

 Signage on face of curbs tends to be worn by contact with vehicle tires and sweeper brooms. 

Supplemental Information  
Examples 

 Most MS4 programs have storm drain signage programs.  Some MS4 programs will provide 
stencils, or arrange for volunteers to stencil storm drains as part of their outreach program. 

Other Resources 
A Manual for the Standard Urban Stormwater Mitigation Plan (SUSMP), Los Angeles County 
Department of Public Works, May 2002. 

Model Standard Urban Storm Water Mitigation Plan (SUSMP) for San Diego County, Port of 
San Diego, and Cities in San Diego County, February 14, 2002. 

Model Water Quality Management Plan (WQMP) for County of Orange, Orange County Flood 
Control District, and the Incorporated Cities of Orange County, Draft February 2003. 

Ventura Countywide Technical Guidance Manual for Stormwater Quality Control Measures, 
July 2002. 
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Homeowners Guide to
Stormwater BMP 

Maintenance

Rain Barrel

Rain Garden

Pervious Pavers

Pervious
Asphalt

Dry Well

About Stormwater Management 
SW Regulations for Homeowners

Home Stormwater BMP Descriptions
Pages 5 - 6
Pages 8 - 22

Pages 1 - 4

What You Need to Know to
Take Care of Your Property
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Stormwater is the water that runs off the land after precipitation, 
either rain or snowmelt. Rain or snow can drain down into the 

What is Stormwater?

Negative 
impacts of 
stormwater runoff can 

Why should you care about 
Stormwater Management?

back into the atmosphere. When vegetation is replaced with streets, driveways, sidewalks, houses, and lawns, less 

Undeveloped Land Developed Land

Rainwater that falls on your house, yard, or 
driveway, may run to the street and into 

the storm drains. These pipes carry 
the stormwater runoff and all the 

pollutants that it has picked up  
to streams. Even if you can’t 
see a stream or lake from your 

house, stormwater runoff 
from your house is still 
draining to these waters.

1 2
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BMPs: what are they, 
& what do they do?

BMP stands for Best Management Practice, and includes 
designed “things” like detention basins, as well as non-
engineered approaches like protecting open space to 
manage stormwater
which are engineered facilities that are designed and 

 minimizing the amount of runoff, 
 slowing down the runoff, 

 evapotranspiring runoff, or

Your whole community has been designed 

role in the health of downstream waters.

Some BMPs/SCMs are landscaped and 
others are buried so you might not see 

Native vegetation is the best choice for 
BMPs

less maintenance.
3 4

All of the homes in your community drain to a stream or 
lake. All homeowners need to do their part to maintain 
stormwater BMPs in their own yard to protect streams 
and lakes for everyone.
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Stormwater Regulations

Erosion and Sediment Control (E&S) BMPs

Post-
Construction Stormwater Management (PCSM) BMPs 

PA Code, Title 25, 
Chapter 102

www.

What’s the Homeowner’s 
Legal Responsibility?

If your home was constructed after 2010, and your property 
contains any Post Construction Stormwater Management 
(PCSM) BMPs

If you are the person designated as the responsible-party for 
operation and maintenance

If you’re not doing the necessary maintenance and required 
documentation

If responsibility has been transferred to someone else

5 6
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How does a Homeowner maintain it?
Regularly:

•  Mow the lawn in this area at the same time 

•  

Additional Information:

How does it work?

into the soil. 

Downspout 
Disconnection
What is it?

7 8
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How does a Homeowner maintain it?
Twice a year:

•  

•  

•  

Annually:
•  

    end of the growing season.

Every Three Years:
•  

    needed for stormwater management.

Additional Information:

 

What is it?

How does it work?

Rain Gardens & 
      Small Bioretention

9 10
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How does a Homeowner maintain it?
After Rain Events:

 

Annually:

Special Winter Needs:

    sediment.

•  

from roofs. Cisterns are larger containers than 

How does it work?

Rain Barrels & Cisterns

What is it?

Rain barrels and cisterns are great (and economical!) water 
 

Safety note! not safe for 
consumption 

Additional Information:
not drained in three 
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How does a Homeowner maintain it?

After storms with larger than 1 inch of rain:

Additional Information:

How does it work?

Dry Well

What is it?

Quarterly:

Annually:

13 14
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Protection:

Additional Information:

How does it work?

What is it?

How does a Homeowner 
maintain it?

Annually:

15 16
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How does it work?

Pervious Pavements
What is it? Protection:

. A 

Biannually:

Special Winter Needs: 

How does a Homeowner 
maintain it?

17 18
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How does it work?

Vegetated Swale
What is it? Regularly:

Twice a Year:

Additional Information:

Annually:

  

Special Winter Needs: 

How does a Homeowner 
maintain it?

19 20
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How does it work?

Amended Soils

What is it?

Protection:

  

Amended soils have increased air space, but these air spaces are lost if the soil is 
compacted by heavy equipment or vehicle parking.

How does a Homeowner maintain it?

Regular Soil Amended Soil

21 22
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Funding Acknowledgements

Department of Environmental Protection Headquarters

Contact Information

Additional Resources
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