
Feb 1, 2022

Rod & Elizabeth Lacasia
4 El Sereno
San Carlos, CA 94070

SUBJECT:  Pln2021-00478  779 San Carlos Ave.
SFD/ADU

Your building plans have been reviewed subject to the following conditions completed prior to a final
inspection by the fire department.  It is your responsibility to make contact with the fire department if you do
not understand any of the following project conditions.

1. Smoke Detectors which are hard wired: As per the California Building Code, State Fire
Marshal regulations, and Coastside Fire District Ordinance 2019-03, the applicant is
required to install State Fire Marshal approved and listed smoke detectors which are
hard wired, interconnected, and have battery backup. These detectors are required to
be placed in each new and reconditioned sleeping room and at a point centrally located
in the corridor or area giving access to each separate sleeping area. In existing sleeping
rooms, areas may have battery powered smoke alarms. A minimum of one detector
shall be placed on each floor. Smoke detectors shall be tested and approved prior to
the building final. Date of installation must be added to the exterior of the smoke alarm
and will be checked at final.

2. Escape or rescue windows shall have a minimum net clear openable area of 5.7 square
feet, 5.0 sq. ft. allowed at grade.  The minimum net clear openable height dimension
shall be 24 inches.  The net clear openable width dimension shall be 20 inches.
Finished sill height shall be not more than 44 inches above the finished floor. (CFC
1030).

3. Residential buildings shall have internally illuminated address numbers contrasting with
the background so as to be seen from the public way fronting the building. The
letters/numerals for permanent address signs shall be 4 inches in height with a minimum
1/2-inch stroke. Residential address numbers shall be at least six feet above the
finished surface of the driveway. Where buildings are located remotely to the public
roadway, additional signage at the driveway/roadway entrance leading to the building
and/or on each individual building shall be required by the Coastside Fire District. This
remote signage shall consist of a 6 inch by 18 inch green reflective metal sign with 3
inch reflective Numbers/ Letters similar to Hy-Ko 911 or equivalent. (TEMPORARY
ADDRESS NUMBERS SHALL BE POSTED PRIOR TO COMBUSTIBLES BEING
PLACED ON SITE).

4. As per Coastside Fire District Ordinance 2019-03, the roof covering of every new
building or structure, and materials applied as part of a roof covering assembly, shall
have a minimum fire rating of Class “B” or higher as defined in the current edition of the
California Building Code.

5. Add Note to Plans: Vegetation Management (LRA) - The 2019 California Fire Code
Chapter 49 and Public Resources Code 4291.



A fuel break of defensible space is required around the perimeter of all structures to a
distance of not less than 30 feet and may be required to a distance of 100 feet or to the
property line. This is neither a requirement nor an authorization for the removal of living
trees.
Trees located within the defensible space shall be pruned to remove dead and dying
portions, and limbed up 6 feet above the ground. New trees planted in the defensible
space shall be located no closer than 10’ to adjacent trees when fully grown or at
maturity.
Remove that portion of any existing trees, which extends within 10 feet of the outlet of a
chimney or stovepipe or is within 5’ of any structure. Maintain any tree adjacent to or
overhanging a building free of dead or dying wood.

6. As per 2019 CFC, Appendix B and C, a fire district approved fire hydrant (Clow 960)
must be located within 500 feet of the proposed single-family dwelling unit measured by
way of drivable access. As per 2019 CFC, Appendix B the hydrant must produce a
minimum fire flow of 500 gallons per minute at 20 pounds per square inch residual
pressure for 2 hours.  Contact the local water purveyor for water flow details.

7. Fire Hydrant: As per 2019 CFC, Appendix B and C, a fire district approved fire hydrant
(Clow 960) must be located within 500 feet of the proposed single-family dwelling unit
measured by way of drivable access. As per 2019 CFC, Appendix B the hydrant must
produce a minimum fire flow of 500 gallons per minute at 20 pounds per square inch
residual pressure for 2 hours.  Contact the local water purveyor for water flow details..

8. Automatic Fire Sprinkler System: (Fire Sprinkler plans will require a separate permit).
As per San Mateo County Building Standards and Coastside Fire District Ordinance
Number 2019-03, the applicant is required to install an automatic fire sprinkler system
throughout the proposed or improved dwelling and garage. All attic access locations will
be provided with a pilot head on a metal upright. Sprinkler coverage shall be provided
throughout the residence to include all bathrooms, garages, and any area used for
storage. The only exception is small linen closets less than 24 square feet with full depth
shelving. The plans for this system must be submitted to the San Mateo County
Planning and Building Division or The City of HMB. A building permit will not be issued
until plans are received, reviewed and approved. Upon submission of plans, the County
or City will forward a complete set to the Coastside Fire District for review.

9. Installation of underground sprinkler pipe shall be flushed and visually inspected by Fire
District prior to hook-up to riser. Any soldered fittings must be pressure tested with
trench open. Please call Coastside Fire District to schedule an inspection. Fees shall be
paid prior to plan review.

10. Exterior bell and interior horn/strobe: are required to be wired into the required flow
switch on your fire sprinkler system. The bell, horn/strobe and flow switch, along with
the garage door opener are to be wired into a separate circuit breaker at the main
electrical panel and labeled.

11. Add note to the title page that the building will be protected by an automatic fire sprinkler
system.

12. Solar Photovoltaic Systems: These systems shall meet the requirements of the 2019
CFC Section 605.11



All fire conditions and requirements must be incorporated into your building plans, (see attached
conditions) prior to building permit issuance.  It is your responsibility to notify your contractor,
architect and engineer of these requirements.

Our review is not construed as encompassing the structural integrity of the facility nor abrogating
more restrictive requirements by other agencies having responsibility.  Final acceptance is subject
to field inspection and necessary tests.

NOTE:  An additional re-inspection fee may be charged for missed appointments, failure to
comply or not being ready.

For additional information or to schedule an inspection you may contact the Fire Marshal's email at
cfpdfiremarshal@fire.ca.gov

John Riddell
Deputy Fire Marshal
Coastside Fire District
San Mateo County Fire


